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ABSTRACT 
This work investigates in-situ stress evolution of interfacial and bulk processes in 
electrochemical systems, and is divided into two projects.  The first project examines the 
electrocapillarity of clean and CO-covered electrodes.  It also investigates surface stress 
evolution during electro-oxidation of CO at Pt{111}, Ru/Pt{111} and Ru{0001} 
electrodes.  The second project explores the evolution of bulk stress that occurs during 
intercalation (extraction) of lithium (Li) and formation of a solid electrolyte interphase 
during electrochemical reduction (oxidation) of Li at graphitic electrodes. 
Electrocapillarity measurements have shown that hydrogen and hydroxide 
adsorption are compressive on Pt{111}, Ru/Pt{111}, and Ru{0001}.  The adsorption-
induced surface stresses correlate strongly with adsorption charge.  Electrocatalytic 
oxidation of CO on Pt{111} and Ru/Pt{111} gives a tensile surface stress.  A numerical 
method was developed to separate both current and stress into background and active 
components.  Applying this model to the CO oxidation signal on Ru{0001} gives a 
tensile surface stress and elucidates the rate limiting steps on all three electrodes.  The 
enhanced catalysis of Ru/Pt{111} is confirmed to be bi-functional in nature: Ru provides 
adsorbed hydroxide to Pt allowing for rapid CO oxidation. 
The majority of Li-ion batteries have anodes consisting of graphite particles with 
polyvinylidene fluoride (PVDF) as binder.  Intercalation of Li into graphite occurs in 
stages and produces anisotropic strains.  As batteries have a fixed size and shape these 
strains are converted into mechanical stresses.  Conventionally staging phenomena has 
been observed with X-ray diffraction and collaborated electrochemically with the 
potential.  Work herein shows that staging is also clearly observed in stress.  The Li 
staging potentials as measured by differential chronopotentiometry and stress are nearly 
identical.  Relative peak heights of Li staging, as measured by these two techniques, are 
similar during reduction, but differ during oxidation due to non-linear stress relaxation 
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phenomena.  This stress relaxation appears to be due to homogenization of Li within 
graphite particles rather than viscous flow of the binder.  The first Li reduction wave 
occurs simultaneously with formation of a passivating layer known as the solid 
electrolyte interphase (SEI).  Preliminary experiments have shown the stress of SEI 
formation to be tensile (~+1.5 MPa).  
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CHAPTER 1 INTRODUCTION  
1.1 Overview 
The production, use, and storage of electrical energy stand to reap significant 
benefits from progress in electrochemistry.  Two areas that have recently received 
significant attention are the development of hydrogen fuel cells to replace the internal 
combustion engine
1
 and improvements in battery technology, impacting devices such as 
smart phones, laptops, power tools, and perhaps even electric vehicles.
2
 
While classical energy conversion from chemical to heat to electrical is 
thermodynamically limited by the Carnot cycle, the direct conversion of chemical to 
electrical energy (i.e. electrochemistry) suffers no such limitation.
1
  While practical 
energy efficiencies using the classical routes are maximized at approximately 50%, direct 
electrochemical energy conversion can reach efficiencies of 80% or higher.
1
  Thus, even 
without resorting to politically charged topics such as global warming, wars in the Middle 
East, and energy independence, there is a clear scientific basis motivating application-
driven research in electrochemistry. 
Conceptually, the simplest fuel cell is the proton exchange membrane fuel cell 
(PEM-FC) which uses hydrogen as fuel (reductant) and oxygen from the air (oxidant) to 
produce electricity.  The hydrogen is oxidized at the Pt anode to protons and electrons.  
The electrons go around the circuit to perform work, while the protons diffuse through a 
Nafion® membrane to combine with reduced oxygen (e.g. OH
-
) to create water.  
Technical problems arise at every step and center around the source and storage of 
hydrogen, anode poisoning, cell flooding, and large oxygen reduction overpotentials, 
among other obstacles.  This work explores aspects of the anode poisoning problem, in 
which CO is adsorbed as an impurity in the hydrogen fuel stream.  In the 1960s it was 
discovered that a binary alloy of platinum and ruthenium is an excellent catalyst for 
2 
 
oxidizing hydrogen in the presence of CO,
3, 4
 and to this day is the highest performing 
commercially-available catalyst for this application.
5, 6
   Surface stress measurements 
allow us to confirm the mechanism by which Pt-Ru alloys are more catalytically active 
than Pt towards hydrogen oxidation in the presence of CO, as originally reported 
elsewhere.
7
 
Batteries are another source of electrical energy.  The ubiquity of hand-held 
devices such as smart phones, laptops, and power tools has in large part been made 
possible by advances in battery technology within the past 20 years starting with the 
introduction of rechargeable Li-ion batteries by Sony in 1990.
8, 9
  Even so, the demand 
for lower cost, higher energy density, longer lasting rechargeable batteries has not been 
satisfied, and further improvements are needed to fuel ever more power hungry devices 
and demanding applications.  One of the most important characteristics of a rechargeable 
battery is its cycle life which is often limited by the structural damage incurred by 
expanding and contracting electrodes during cycling.  In this work we measure the stress 
that develops during Li intercalation into graphitic anodes, and show how this stress is 
related to formation of a solid electrolyte interphase (SEI), Li staging, and Li 
homogenization within graphite. 
Surface stress measurements are highly sensitive to molecular-scale changes at the 
electrode-electrolyte interface, making them a powerful analytical tool.  Furthermore, the 
measurements are in-situ with a high data rate (up to 1 kHz), allowing for a direct 
measure of structural transitions as they occur.  While some techniques such as x-ray 
photoelectron spectroscopy and voltammetry are limited to ultra-high vacuum and 
condensed matter environments, respectively, surface stress measurements span the 
pressure gap and can be easily performed in either environment.  This ability to span the 
pressure gap makes surface stress measurements directly applicable to both the basic 
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science of a clean platinum surface in ultra high vacuum (UHV) and the “closer-to-the-
real-world complexity” of an electrode immersed in 0.1 M HClO4. 
1.2 Chapter Layout 
This dissertation, as a reflection of the work it reports, will be broken into two main 
sections covering surface stress and bulk stress.  Before this division between surface 
stress and bulk stress, Chapter 2 will cover the fundamentals of stress measurements that 
tie the two projects together. 
Project 1 spans Chapters 3 through 5, with motivations tied both to the basic science 
of interfaces and hydrogen fuel cell applications.  Chapter 3 opens with a thermodynamic 
treatment of surfaces to give the reader a strong grasp on what is meant by the term 
surface stress.  Chapter 4 gives a brief account of X-ray photoelectron spectroscopy and 
Shirley‟s background subtraction to illustrate how an in-depth study of one system can 
produce fruit in unrelated areas.  Chapter 5 covers all the experimental details, results, 
discussions and conclusions of the experiments where surface stress was measured.  
These experiments include, for example, electrocapillarity of clean electrodes of Pt, Ru, 
and Pt-Ru surface alloys in 0.1 M HClO4 as well as electro-oxidation of CO from the 
same electrodes. 
Chapters 6 through 8 are devoted to Project 2, which investigates the bulk stresses 
that develop in the graphitic anodes of Li-ion batteries.  Chapter 6 provides background 
information that is necessary for understanding this work, surveying the electrodes used 
in the numerous Li-ion battery chemistries from a thermodynamic framework and drills 
deep into the science of carbonaceous Li-ion battery anodes.  Stress evolution 
mechanisms and thermodynamics of intercalation are given full treatment, with 
accompanying models to explain the rapid kinetics of staging transitions.  Chapter 7 
presents experimental details and preliminary results.  For example, it is shown how 
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staging phenomena can be measured either electrochemically (i.e. electric potential of 
working electrode) or mechanically (i.e. stress state of working electrode).  Anomalous 
stress features are also explained.  For example, initial reports indicated a large 
discrepancy between measured and expected values of intercalation stress.  This 
discrepancy was disconcerting as it seemed to imply significant amounts of viscous flow 
were occurring, but turned out to be due to large void volumes and a couple experimental 
difficulties. Chapter 8 contains the major results of the Li work.  The chapter shows how 
stresses associated with degradation accumulate over the course of many cycles and 
measures the stress of forming the solid electrolyte interphase (SEI).  Stress evolution 
during Li extraction is given extensive treatment.  The conclusions and future work 
proposed in Chapter 9 encompass the entirety of this dissertation, not being limited to 
either project.  
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CHAPTER 2 STRESS MEASUREMENTS: BACKGROUND AND EXPERIMENTAL 
2.1 Introduction to Stress Measurements 
 Two distinct types of stress are measured in this work.  The first is surface stress, 
       , induced by interfacial adsorption and electrocapillarity (the topic of project 1, 
treated in Chapters 3 and 5).  In project 2, as presented in Chapters 6 and 7, bulk stresses, 
        , induced by Li intercalation in graphite, are measured.  The same equipment 
was used for both measurements with only minor differences in sample geometry which 
will be covered in section 2.4. 
2.2 The Stoney Relation 
 In 1909 Stoney derived a relationship between the stress state,    , of a thin 
film and the curvature,  , it induces in the substrate,10, 11 
       
    
 
       
   
(2.1) 
where    and    are stress and thickness of the film.              are the modulus, 
thickness and Poisson‟s ratio of the substrate; and   is the curvature.  It is important to 
note that films by virtue of their geometry are in a state of plane stress – i.e.      .  
This is one aspect of the thin film approximation which is treated more fully in section 
2.7.1.  Thus, only lateral or in-plane stresses contribute to the induced curvature.  
Additionally, it is interesting to note that curvature is proportional to the film‟s stress-
thickness product,    , with units of N/m and not the bulk stress,  , with the more 
conventional units of N/m
2
.  When investigating the stress of thin films during their 
growth  ( i.e. thickness is continuously changing) it is quite typical to leave the stress in 
units of Newtons per meter.  Note, however, that the stress-thickness can be converted to 
a bulk stress when necessary by simply dividing     by the film thickness,  .  In the 
work herein on Li intercalation in graphitic films, the stress-thickness product is always 
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converted to the corresponding bulk stress by dividing by the nominal film thickness as 
measured before the electrochemical experiment starts. 
 In some cases, however, the film thickness is not a well-defined parameter, and it 
makes more sense to give the term stress-thickness a new name and a new symbol to shift 
the focus away from bulk stress.  Good examples of an ill-defined thickness include a 
monolayer of adsorbates (e.g. submonolayer coverages of CO on metal surfaces),
7, 12
 
dipole interactions of roughly the first bi-layer of water on a metal surface (e.g. 
electrocapillarity effects of an electrode immersed in an electrolyte),
7, 13
 and individual 
Cu adatoms interacting with a Cu substrate.
14
  In these cases the measured stress is 
reported as a surface stress f and is numerically equal to the stress-thickness as shown in 
equation (2.2). 
 
      
(2.2) 
 In summary, curvature measurements can be related to the film‟s stress state 
according to the Stoney relation, equation (2.1).  This stress-thickness product can then 
either be converted to a bulk stress by dividing by the film thickness, as is done for the 
Li-intercalation work of Chapter 7, or left alone and renamed as a surface stress so as to 
acknowledge the ill-defined thickness of the film under investigation, as is done in 
Chapter 5. 
2.3 Electrochemical Cell Geometry 
 The electrochemical cell used to measure curvature, and thus stress, in this work 
is a monolithic design formed from a single piece of machined Teflon as shown in Figure 
2.1.  The monolithic design reduces sample placement error, by holding fixed important 
dimensions.  For example, the distance from the fixed end of the cantilevered sample to 
the capacitive deflection sensor is determined by the cell geometry and is not subject to 
sample placement error. 
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Figure 2.1 Cell geometry. (a) Schematic cross-section of the electrochemical cell; (b) 
photograph of the electrochemical cell during a Li intercalation experiment.  Part (a) is 
reprinted with permission from Th. Heaton and C. Friesen, J. Phys. Chem. C, 111, 14433-
14439 (2007). Copyright 2007, American Chemical Society. 
2.4 Sample Geometry 
As seen in Figure 2.2, the sample geometry varies between the surface and bulk 
stress measurements.  However, before discussing these differences in detail it is 
important to understand the fundamental principles guiding the design.  Every sample 
requires two electrodes.  One electrode is immersed in the electrolyte and serves as the 
working electrode (WE) where electrochemical reactions are studied.  The other electrode 
should never contact the electrolyte and serves as the capacitive sense electrode (CapE) 
used to measure stress-induced curvature in the cantilevered sample.  Both electrodes 
must be electrically connected externally leading to either the potentiostat (WE) or stress 
monitor (CapE).  These electrical connections must not interfere mechanically with the 
stress-induced deflections.  Furthermore, the wiring connecting the WE or CapE to the 
pertinent equipment must not be in electrical contact with the electrolyte.  To meet these 
constraints, I have used two different sample geometries, shown in Figure 2.2. 
b) a) 
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Figure 2.2 (a) Sample schematic and (b) photograph of a sample used in Project 1; (c) 
photographs of the Pt film and (d) an actual sample used in Project 2. 
Sample geometry for project 1 (i.e. the work presented in Chapter 5) is shown 
schematically Figure 2.2a, with a photograph of an actual sample shown in Figure 2.2b.  
Contact is made to both the working electrode and the capacitive sense electrode through 
thin metal films 2 mm wide which run down the length of the slide.  The sample mask 
used to deposit these patterned samples and the electrochemical cell were designed in 
parallel.  The design of both pieces simultaneously by Thomas Heaton ensured 
appropriate mating of the geometries.  For example, the bottom of the working electrode 
corresponds to the top of the Teflon® clamp holding the slide in place.  Thus, while a 
small amount of electrolyte (<<1 mL) may seep into the clamp region and interact 
electrochemically with the thin-film wires below the clamp, it should be a negligible 
interaction.  Above the top of the working electrode there is a 5 mm gap before the 
bottom of the capacitive sense electrode.  Care was taken in every experiment to ensure 
the electrolyte level was in this gap region, thereby preventing cross-talk between the WE 
and the CapE.  To ensure the capacitive sense electrode would remain isolated from the 
electrolyte (electrically and chemically), the 2mm wide wire running the length of the 
substrate was painted with a thin layer of chemically inert enamel.  Electrical contact to 
b) c) a) d) 
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both electrodes was made through gold wires which contact the metal film halfway 
between the clamp level and the bottom of the slide. 
Sample geometry for project 2 – i.e. the Li intercalation work of Chapter 6 and 
Chapter 7 – is shown in Figure 2.2c and Figure 2.2d.  These samples required additional 
processing steps, one of which amounted to spreading graphite-containing slurry across 
the full width of the substrate.  As a result, it was necessary for the working electrode to 
span the full width of the glass substrate, thereby eliminating the 2 mm wide film 
contacting the CapE and modifying sample geometry.  The capacitive sense electrode of 
Project 2 samples makes external electrical contact through a thin copper wire (100 µm in 
diameter).  This wire is electrically connected to the CapE with silver paint and 
mechanically adhered with epoxy.  Before connecting the copper wire to the CapE it is 
wound into a helical shape with at least 5 turns.  A literature review of the mechanical 
properties of helical springs has shown that this helical spring offers negligible bending 
resistance (<1%) to the stress-induced deflections. 
An important piece of geometry not discernable from Figure 2.2 is substrate 
thickness.  The samples used for project 1 used micro cover glass slides that were 160 µm 
thick.  Thin glass slides were required for this work due to the relatively small surface 
stresses (~1 N/m) induced by electrocapillarity effects and CO adsorption.  The 
significantly larger bulk stresses of Li intercalation (~400 N/m or ~4 MPa) required the 
use of thicker glass.  Standard microscope slides 1 mm thick were used for project 2 to 
ensure the capacitive sense electrode would stay within the 50 µm range of the deflection 
sensor.  As side benefits of the larger stresses and thicker slides of project 2, vibration 
isolation was no longer a concern and sample placement in the electrochemical cell was 
easy to accomplish without breaking slides. 
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2.5 Relating Curvature to Deflection 
 The Stoney relation given in (2.1) relates curvature of a cantilevered beam to the 
in-plane stresses present at the surface of the beam.  However, as discussed in section 2.4, 
the experimentally measured parameter is deflection, not curvature.   From calculus we 
learn that the curvature,     , of an analytical function,     , is15 
 
     
      
          
 
 
 
 
 (2.3) 
where a prime denotes a derivative.  However, when       is small, which for my sample 
geometry is equivalent to requiring a small curvature, equation (2.3) simplifies to 
             (2.4) 
Note that the error in using (2.4) rather than (2.3) for the largest stress-induced curvature 
measured is less than one part in a million. 
 Double integration of equation (2.4) gives the relation between deflection,     , 
and curvature.  The boundary conditions of a cantilevered beam are          and 
         .  Thus, the relation between curvature and deflection is 
               (2.5) 
However, (2.5) is only valid over the length of the working electrode, where the stress-
induced curvature is constant.  But the deflection is measured 10 mm above the top of the 
working electrode where the local stress-induced curvature is zero.  Thus, it is necessary 
to re-integrate (2.4) accounting for this discontinuity in the curvature at the top of the 
working electrode,         , where the local curvature goes to zero.  The 
boundary condition at     is one of continuous slope and deflection.  These criteria 
give the full relation between deflection and stress-induced curvature as 
            
 
 
  (2.6) 
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The value of   of interest for my sample geometry corresponds to the location of the 
displacement sensor from the clamp,    30 mm. 
 Now, by solving (2.6) for curvature and plugging it into (2.1), we obtain a 
relation, valid for both sample geometries, between deflection and (surface) stress 
       
 
 
    
 
      
 
    
 
   
 (2.7) 
where w is the width of the working electrode and W is the total width of the substrate.  
This factor of W/w accounts for the fact that film stresses can only induce curvatures 
over the width of the working electrode. 
2.6 Gravity Calibration 
 The Stoney relation, (2.1), requires knowledge of substrate modulus and 
thickness (a squared term), but the use of a gravity calibration eliminates a need for these 
materials constants.  When the cantilever is rotated from a vertical orientation to 
horizontal it bends under the force of its own weight.  The deflection of a cantilever from 
a uniform load is an elementary mechanics problem, and has been tabulated by Gere.
16
 
      
   
    
             (2.8) 
Where q is the distributed load in Newtons, x is the distance from the fixed end to the 
location of interest, L is the total length, E is the elastic modulus, and I is the area 
moment of inertia.  (See section 7.2.5.2 for further discussion of the beam‟s stiffness, a 
product of E and I.)  The distributed load, q, can easily be related to the substrate‟s 
volume and density.  Individual samples were calibrated by measuring the voltage output 
of the deflection sensor as the cantilevered sample is rotated 180° from a horizontal 
orientation “with” gravity and to one “against” gravity.  The total deflection, uTot, is twice 
that given by (2.8), and the corresponding change in voltage is designated as VTot. 
12 
 
Now, since the deflection is proportional to the voltage output of the deflection 
sensor (as determined by NIST certified equipment) the two can be related: 
   
 
    
     (2.9) 
where u is a stress induced deflection, uTot is the gravity-induced deflection of the 
calibration and V and VTot are the corresponding voltage outputs from the deflection 
sensor.  Plugging (2.8) and (2.9) into (2.7), while noting that uTot is twice as large as the 
u(x) from (2.8), gives a relation between the stress state of the film and the voltage output 
of the deflection sensor which is independent of the substrate‟s modulus or thickness: 
       
 
 
    
 
      
          
    
 
  
 
    
 (2.10) 
where    is the substrate‟s density and g is acceleration due to gravity.  It can be seen 
from (2.10) that the relation between (surface) stress and the measured deflection 
depends only on sample geometry and substrate density, an easily measured material‟s 
constant with little sample-to-sample variability.  Personally, I prefer to recast (2.10) in 
terms of a gain which is easily related to the calibration factor VTot as shown below. 
           (2.11) 
and 
       
 
 
       
  
       
          
    
 
  
  
 
    
 (2.12) 
Typical values of       are 20 N/m-V and 120 N/m-V for projects 1 and 2, respectively. 
2.7 Validity of Assumptions 
A derivation of the Stoney relation relies on several assumptions, including the 
thin film approximation and spherical curvature, which are partially violated in this work.  
Fortunately, the effects of these violations are systematic and can be easily corrected for.  
The net corrections needed for projects 1 and 2 are 8% and 17% reductions of      , 
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respectively.  A summary of the individual contributions is given in Table 2.1 with 
detailed explanations given in the following sections. 
Table 2.1 Correction factors to be applied to fgain for violating assumptions in the Stoney 
relation. 
 Project 1 Project 2 
Thin Film 0% -11% 
Clamp Stresses -8% -5% 
Bifurcation 0% 0% 
Total -8% -17% 
2.7.1 Thin Film Approximation 
The Stoney relation as given in (2.1) relies on an assumption that the stressed film 
which induces a curvature in the film-substrate system is physically thin in comparison to 
the substrate.  For project 1 this assumption is easily met as the “film” which induces a 
curvature in the substrate consists of sub-monolayer quantities of CO and water which 
have poorly-defined thicknesses more than five orders of magnitude smaller than the 
substrate.  However, for project 2 it is not immediately obvious whether or not this 
assumption has been violated, inasmuch as the graphitic films have an average thickness 
of 93  4 µm thick, a substantial 9.3% of the substrate‟s thickness. 
Freund and Suresh have found the relationship between substrate curvature and film 
stress for films of arbitrary thickness and cast the relationship back in terms of the Stoney 
relation.
11
  They present their resulting equation as a ratio of actual curvature,  , to the 
curvature predicted from the Stoney relation,    .  As long as the ratio       is close to 
unity the thin film assumption is valid. 
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  (2.13) 
where    and    are the thickness of the film and substrate, and   and   are the biaxial 
moduli of the film and substrate.  Note that           for isotropic materials.  
Values for the film and substrate thickness were given earlier, and good estimates for the 
modulus (69 GPa) and Poisson‟s ratio (0.23) of the substrate (soda-lime glass) are found 
in Callister‟s text on materials science.17  An accurate estimate for the graphitic film‟s 
elastic modulus (2.5   0.5 GPa) is more involved and is the subject of section 7.2.3.  The 
result herein shouldn‟t depend too strongly on the effective poisson‟s ratio of the 
graphitic composite,   .  Estimating    from a rule of mixtures calculation (see section 
7.2.5.1 for details on how to do these types of calculations) gives        (          
        ,          ,              ,          ).  Thus,        GPa.  
Plugging these parameters into (2.13) gives      = 1.11.  In other words, the curvature is 
11% greater than expected and the film stresses are 11% smaller than expected.  While an 
11% error is not negligible, it is a systematic error that can easily be corrected for. 
2.7.2 Clamp-Induced Stresses or Boundary Condition Effects 
The samples‟ aspect ratio (length by width) can affect the principle curvatures    
and    by way of what I have termed clamp-induced stresses and bifurcation.  The causes 
and effects of these issues are undertaken in the following two sections. 
While numerous methods have been devised for measuring surface stress, the most 
common ones (and the ones used for the work reported herein) make use of a 
cantilevered beam.  One end of a cantilever‟s beam is fixed through the use of a clamp, 
which is mathematically equivalent to a boundary condition of zero slope and zero 
deflection at the clamp.  Changes in surface stress are monitored by measuring the 
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deflection, slope, or curvature at the opposite end of the beam.  The zero slope condition 
at the clamp, x=0, applies in both the x- and y- directions: 
  
  
  
 
   
   (2.14) 
and 
  
  
  
 
   
   (2.15) 
Equation (2.14) has no effect on    or   ; it merely serves as a boundary condition 
allowing (2.4) to be solved.  Equation (2.15), on the other hand, is equivalent to stating 
           (2.16) 
which restricts the beam from bending in two dimensions at the clamp, rather than 
allowing two-dimensional bending (       ) as it would like to do. 
As Dahmen et al. have shown,
18
 the effect of (2.15) is to restrict beam bending to 
one dimension (i.e.          ) for beams with aspect ratios of less than 0.2.  The 
internal stresses which arise from this restriction on curvature are sometimes referred to 
as clamp-induced stresses.  For beams with aspect ratios greater than 2 the effect of the 
clamp stresses on curvature is negligible at the opposite end of the beam and two-
dimensional beam bending is restored.  A gentle and well-defined transition between the 
two limiting cases is also given by Dahmen et al (see Figure 6c of ref 
18
). 
While it is true that the curvature is not affected by the clamp stresses at distances 
greater than twice the beam width, the deflection and slope only approach the limiting 
case of two-dimensional bending asymptotically as the aspect ratio goes to infinity (see 
Figures 6a and 6b of ref 
18
).  The reason for this far-reaching effect of clamp stresses on 
deflection and slope is that they are integrated quantities of the curvature.  Thus, the 
aberrations near the clamp are integrated into the deflection and slope, and only become 
negligible as the beam becomes exceedingly long. 
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Fortunately, the effect of these clamp stresses is a systematic one which depends 
only on the aspect ratio of the sample and the mechanical properties of the substrate 
(anisotropy and Poisson‟s ratio).  The experiments of this work used glass slides as 
substrates made from soda lime glass with no mechanical anisotropy and a Poisson‟s 
ratio of ~0.23.  The aspect ratio of samples used for project 2 is 1.55, which gives   
   =1.052.  In other words, the curvature as calculated from deflection measurements is 
5.2% larger than what we would expect from the Stoney relation.  As such, the stresses of 
project 2 should be reduced by a factor of 5.2%. 
Calculating the effect of clamp stresses for project 1 is complicated by the fact that 
the working electrode does not span the full width of the substrate.  Thus, while the 
aspect ratio of the working electrode is 2.0 (     =1.040), the aspect ratio of the working 
electrode‟s length to the full width of the substrate is only 0.91 (     =1.076).  
Furthermore, the boundary condition exerted by the clamp is not simply exerted over the 
width of the working electrode, but rather over the full width of the beam.  Thus, while 
the effect is only 4.0% for the working electrode‟s aspect ratio of 2.0, it seems more 
appropriate to use the aspect ratio of the full beam (0.91), which gives a correction factor 
of 7.6% 
2.7.3 Bifurcation 
Another circumstance in which the dimensionality of the curvature is reduced is 
through bifurcation.  For small equi-biaxial film stresses, a perfectly symmetric spherical 
curvature is induced (i.e.                                  ).  However, as Freund and 
Suresh have shown,
11
 as the curvature of a circular substrate increases, a critical point is 
reached at which the system can reduce its elastic energy by bifurcating (one of the 
curvatures snaps to zero and the other pops to a value higher than the biaxial stress state 
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would imply).  The transition from spherical to cylindrical curvature reduces symmetry 
and can be quite dramatic (as shown in Figure 2.22 of ref 
11
). 
The critical point of bifurcation is well defined for symmetric substrates (e.g. circles, 
squares, and equilateral triangles).  However, for rectangular substrates the transition 
from spherical to cylindrical curvature is more gradual.  Furthermore, the system prefers 
a bifurcation in the long direction.  In other words, if Lx > Ly, then as the curvature 
approaches the point of bifurcation,    will decrease to zero and    will increase to 
          .
11, 18
 
As Finot and Suresh have shown,
19
 the critical point of bifurcation depends on 
sample aspect ratio, with an increase in aspect ratio decreasing the curvature of the 
critical point.  Additionally, although the maximum curvature for which bifurcation 
effects are negligible can be significantly below the critical point, increases in aspect ratio 
depress this maximum point of “bifurcation-less” curvature.  As taken from Figure 6 of 
ref 
19
 samples with an aspect ratio of 2 undergo spherical curvature without bifurcation 
effects as long as  
   
     
 
     
     
(2.17) 
For project 1 the largest curvatures measured (1.9*10
-3
 m
-1
) corresponds to  =0.005, 
and for project 2 the largest curvature (20.1*10
-3
 m
-1
) gives  =0.007.  Thus, in neither 
case is the sample anywhere near bifurcating, spherical curvature can be assumed, and no 
correction to the Stoney relation is required. 
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CHAPTER 3 THERMODYNAMICS OF ELECTRIFIED SOLID SURFACES 
This chapter will derive the basic thermodynamics of surfaces, including electrified 
interfaces and solids.  Topics related to chemical adsorption will also be covered briefly. 
3.1 Thermodynamic Principles 
The first law of thermodynamics is a statement regarding the conversion and 
conservation of energy.  Namely, a system‟s internal energy increases by the amount of 
heat added to it and decreases by the amount of work it does.  The second law defines 
entropy in relation to these heat transfers.  A combination of the first and second laws of 
thermodynamics gives us the well known differential form of internal energy
20-22
 
 
            (3.1) 
where dU, dS, and dV refer to infinitesimal changes in the extensive variables‟ internal 
energy, entropy, and volume, and T and p refer to the intensive variables temperature and 
pressure.  Extension of (3.1) to open systems, which allow mass transfer, gives 
                  
 
  (3.2) 
where    and    are, respectively, the chemical potential and number of moles of 
component  . The chemical potential, in turn, can be expanded in terms of a standard 
state,   , and an activity,  , as 
             (3.3) 
The activity has various definitions relating to the type of thermodynamic system 
in use.  For compressible gases, the activity is its fugacity, which in the ideal limit is its 
partial pressure.  For solutes in a solution (either liquid or solid phase) the activity is 
equal to the concentration at the dilute limit, with modifications as concentration is 
increased to account for solute-solute interactions.  For a solid immersed in a liquid the 
activity of the solid can normally be assumed as unity (unless extremely high pressures, 
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enough to cause significant compression, are involved).  For electrolytes at relatively low 
concentrations (less than 1 mM), the Debye-Huckel equation is a good approximation for 
the activity. 
Equation (3.2) only gives us changes in internal energy.  To discover absolute 
values of internal energy we must invoke Euler‟s theorem regarding linear homogeneous 
functions.   Euler‟s theorem allows us to integrate up the extensive variables in (3.2), 
while holding the intensive variables constant, giving absolute internal energy. 
                        
 
 (3.4) 
              
 
 (3.5)  
A total differential of internal energy yields 
                          
 
       
 
 (3.6) 
 By equating the dU of (3.2) to that of (3.6) we obtain 
                 
 
  (3.7) 
Equation (3.7) is a sort of generalized form of the Gibbs-Duhem relation.  The derivation 
given here differs from derivations typically found in textbooks as it comes solely from 
the internal energy and does not take into account the Gibbs free energy.  The more 
conventional derivation is given below and points out a common error. 
 A Legendre transform of the internal energy (3.5) yields the Gibbs free energy 
            (3.8) 
A total differential of the definition of Gibbs free energy (3.7) yields 
                        (3.9) 
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The standard differential form of the Gibbs free energy can be found by substituting the 
standard differential of internal energy (3.2) into the total differential of Gibbs free 
energy (3.9) giving 
                   
 
 (3.10) 
Note that the differential form of Gibbs free energy (3.7) does not satisfy the 
requirements for homogeneous functions as two of the infinitesmials (dT and dp) are 
intensive variables, preventing us from integrating (3.9) as we did to (3.2), as their 
conjugate extensive variable cannot be held constant as they change.  This is an error that 
is made by multiple texts,
21, 23
 which skirted the issue by claiming constant experimental 
temperature and pressure, eliminating the incorrect TdS and pdV terms that would 
otherwise arise in their form of the Gibbs-Duhem equation. 
The only way to accurately achieve a total Gibbs free energy is to substitute the 
absolute form of internal energy (3.5) into the definition of Gibbs free energy (3.8), 
giving 
 
             
 
       
       
 
 
 
 
(3.11) 
Equation (3.11) clearly shows that the chemical potential is nothing more than 
the partial molar Gibbs free energy.  This is a general thermodynamic principle not 
subject to any qualifying conditions, and as such it holds true under every circumstance.  
The total differential of (3.11) is 
          
 
       
 
 (3.12) 
Subtracting (3.10) from (3.12) gives 
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 (3.13) 
which is exactly the same as equation (3.7), emphasizing the complexity of 
thermodynamics.  By holding temperature and pressure constant and dividing by the total 
number of moles in the system we obtain 
         
 
 (3.14) 
where    are the mole fractions, and (3.14) is the Gibbs-Duhem relation.  While we 
currently have no direct interest in the Gibbs-Duhem relation given here, the thought 
process that led to its development will be crucial in understanding the thermodynamics 
of surfaces. 
3.2 Surface Thermodynamics 
3.2.1 Defining Surfaces and Interfaces 
 Before moving on to investigate how the presence of a surface influences the free 
energy, the terms surface and interface, which are often used interchangeably, need to be 
defined.  Although these terms are often considered synonyms, in these cases a surface 
refers to a phase boundary involving a vapor (i.e. liquid-vapor and solid-vapor), and an 
interface refers to all other phase boundaries (i.e. liquid-liquid, liquid-solid, and solid-
solid).  As such, all of my experiments yield interface rather than surface stress 
measurements, inasmuch as they were performed at a solid-liquid phase boundary. 
Furthermore, Gibbs differentiates between fluid boundaries (i.e. liquid-vapor 
surface and liquid-liquid interface) and solid boundaries (i.e. solid-vapor surface, solid-
liquid interface, and solid-solid interface).  This differentiation between fluid and solid 
phase boundaries is due to the increase in complexity that arises when solids are 
introduced and will later be given a more detailed treatment.   
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Differentiation aside, the term surface is often used as a general term and in such 
context encompasses definitions of all types of phase boundaries.  As such, it will be used 
throughout this text to refer to both surface and interface boundaries. 
3.2.2 Gibbsian Surfaces 
 In 1876 Gibbs developed the groundwork for surface thermodynamics that is still 
used today.  Specifically, he introduced the notion of a reference system in which 
separate phases are divided abruptly at a surface plane.  In this reference system the local 
concentration of all species remain constant at their bulk concentrations all the way up to 
the dividing plane.  As the dividing plane is crossed, all concentrations immediately shift 
to their bulk values in the new phase.  All differences between the real system and the 
reference system are attributed to the surface, without any consideration given to the 
thickness of the interfacial region.  Note that the interfacial thickness cannot be measured 
by macroscopic quantities alone.  Its elucidation requires either microscopic 
measurements or macroscopic validation of predictions from a microscopic model. 
Using this Gibbsian paradigm for the thermodynamics of surfaces, a set of surface excess 
quantities can be defined as  
 
         
         
  
    
    
  
           
(3.15) 
 
where the superscripts  , S and R refer to surface excess, the real system, and the 
reference system, respectively.  The surface excess volume is zero, as noted, because the 
surface has zero thickness.  While in equation (3.15) a superscript S was used to identify 
the real system, it is often omitted, and from now on superscripts will only be used to 
refer to the surface, reference system, or some particular phase, but not when referring to 
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the actual system.  Differential forms of equations (3.15), although not shown here, are 
equally valid. 
 The addition of a surface to a thermodynamic system increases its free energy by 
an amount   , where   is the surface area and   is the surface energy.  This increase in 
energy can be understood by considering the surface of a close-packed solid.  A bulk 
atom in a close-packed solid has 12 neighbors, whereas a surface atom at a close-packed 
surface only has 9 neighbors.  This reduction in neighbors for surface atoms and its 
concomitant reduction in bond energy cause an increase in the system‟s energy and is the 
source of surface energy.  Similar arguments hold true for liquids and non close-packed 
solids. 
For a fluid surface changes in area do not affect the surface energy, and so the 
system‟s differential free energy is given by 
                       
 
  (3.16) 
The reference system, on the other hand, receives no energy increase upon addition of a 
phase boundary, as the reference system effectively ignores the surface.  Thus, a relation 
similar to (3.10) will suffice for the reference system 
   
                   
 
 
 (3.17) 
 The differential surface excess free energy can be calculated by plugging (3.16) 
and (3.17) into (3.15), giving 
   
               
    
 
 (3.18) 
The total surface excess free energy can be derived in a similar manner using (3.11) and 
(3.15), giving 
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  (3.19) 
The total derivative of (3.19) gives 
   
        
 
 
    
    
 
 (3.20) 
Equating of (3.18) and (3.20) yields the Gibbs-Duhem relation for fluid surfaces: 
     
           
    
 
 (3.21) 
Surface excesses are often normalized by area as 
         (3.22) 
and 
      
    (3.23) 
Dividing (3.21) by the surface area and holding at constant temperature gives the Gibbs 
adsorption isotherm 
           
 
  (3.24) 
 As various text point out,
20, 23
 the surface excesses,   , really are excesses.   That 
is, for a component to have a surface excess of zero does not mean that it does not exist at 
the surface, but rather that its surface concentration is the same as it would be if its bulk 
concentration were to extend up to the surface.  For example, water has a bulk density of 
1 g/cm
3
 or ~55 mol/L, which corresponds to an areal density of 1.04x10
15
 cm
-2
.  By 
comparison, the {111} plane of Pt has an areal density of 1.50x10
15
 cm
-2
.  Thus, if a 
Pt{111} surface were submerged in water, and if the water were to have a surface excess 
of zero, it would still have a surface concentration of 1.04/1.50 = 69%.  Similar 
calculations could be performed for solutes showing that they still exist at the surface 
even when they have a surface excess of zero.  Thus, surface excesses do not give the 
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absolute quantity of the species at the surface, but rather specify any preferential 
adsorption that occurs due to either chemical or electrical interactions with the surface. 
 Further investigation into the Gibbs adsorption isotherm (3.24) is warranted by 
the insight it will provide.
21
  We start by taking a two-component system (water and a 
solute) and assume       .  For this case, (3.24) simplifies to 
      
  
   
 
 
 (3.25) 
An expansion of    in terms of it activity followed by an assumption of ideal behavior 
(i.e. activity coefficient is zero, a valid assumption for very dilute solutions) gives 
     
 
  
 
  
     
 
 
  (3.26) 
where    is the bulk concentration of the solute.  This modified form of the Gibbs 
adsorption isotherm, (3.24), shows that any solute with a positive surface excess will tend 
to decrease the surface energy as its bulk concentration is increased.  That is, surfactants 
(surface active agents, for example soaps and detergents), which by definition segregate 
to the surface, will decrease the surface energy by migrating there.  On the other hand, 
solutes with a negative surface excess (e.g. inorganic salts in water) will increase the 
surface energy as their bulk concentration increases.  This in turn makes it evident that 
with a strong surfactant only a small amount is needed to significantly reduce surface 
energy (as it will all reside at the surface).  On the other hand, a large amount of salt is 
needed to increase the surface energy by even a small amount, as it resides primarily in 
the bulk of the solution. 
26 
 
3.3 Electrified Interfaces 
3.3.1 Thermodynamic Considerations 
 The addition of electrical work to the Gibbs free energy is accounted for 
indirectly through the chemical potential.  Specifically the chemical potential   becomes 
an electrochemical potential   .  Note that in many texts the electrochemical potential is 
not symbolically differentiated from the chemical potential, both receiving a Greek  .  In 
such cases, the potential referred to is always contextually evident.  Furthermore, for 
uncharged species, the electrochemical potential simplifies to the chemical potential, 
making the distinction a matter of simple semantics. 
Electrochemical potentials are defined as 
    
    
      
  (3.27) 
where    is the electric charge on the  
   species (fractionally charged species are 
disallowed),   is Faraday‟s constant (~96485 C/mol), and    is the inner electric 
potential (an unmeasurable single electrode potential), and the subscript   refers to the 
phase in which the particle resides.  It was necessary to introduce   as a phase distinction 
since differing phases generally have different electric potentials. 
 The Gibbs-Duhem for an electrified interface (also known as the 
electrocapillarity equation) does not differ from the case for a non-electrified interface 
unless the electrochemical potential is expanded as in (3.27).  By expanding    
  in terms 
of its charge and by accounting for certain system properties (to be explained shortly) it is 
possible to derive the electrocapillarity equation for a fluid surface as
20
 
       
              
 
 (3.28) 
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where    is the surface excess charge density on the electrode and       is the change 
in absolute electric potential across the interface going from the electrode into the 
solution.  With respect to the total surface excess of charge,     , 
              (3.29) 
where    is the surface excess of charge residing in solution.  Thus, while the surface as a 
whole is electrically neutral, both the electrode and solution sides of the surface contain 
an equal and opposite charge.  Also, while       has an immeasurable absolute value, 
its differential changes are easily monitored with a potentiostat as        equals dE, the 
differential change in potential of the working electrode.  Additionally, many treatments 
of the thermodynamics of electrified interfaces deal only with surface excess charge 
density on the electrode and call it the surface excess charge density, or   . Thus, Bard 
and Faulkner
23
 derive the relation as 
       
          
 
 (3.30) 
 By holding temperature and composition constant (which indirectly guarantees 
     ), we arrive at the Lippman equation, originally reported in 1875, well before 
Gibbsian thermodynamics:
24
 
  
  
  
 
   
     (3.31) 
A second derivative of surface energy with respect to potential gives the differential 
capacitance,     
  
   
   
 
   
  
  
  
     (3.32) 
Before the advent of modern impedance spectroscopy, which allowed for a direct 
measure of the differential capacitance, the electrocapillarity and Lippman equations 
were our only recourse to investigate the structure of the electric double layer (DL).  For 
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example, the electrocapillarity equation can give surface excesses of ions when the 
potential is held constant, and the Lippman equation reveals the surface charge density 
and differential capacitance.  The differential capacitance is especially important in 
understanding the DL because every DL model predicts a certain form for Cd.  Thus, the 
accuracy of a DL model can be verified by comparing model and experiment. 
3.3.2 Experimental Electrocapillarity 
 Although in this work we have no direct interest in surface energy or its 
measurements, a great deal of insight can be gained from a short review.  This is so 
because surface energy measurements play an important role both in foreshadowing the 
kind of information we might gain from surface stress measurements, and in defining key 
terms and establishing a community where early surface stress results were reported. 
 Without a doubt, the most iconic plot that showcases the insight that surface 
energy measurements offer is from Grahame,
25
 reproduced in Figure 3.1.  This figure 
clearly shows that the surface energy (which Grahame more correctly refers to as an 
interfacial tension) reaches a maximum at the potential of zero charge (PZC).  (Note that 
I have not included references to surface or interface tension as recommended by 
Cammarata,
26
 as it muddies the waters for when surface stress is introduced later.)  This 
is sensible because like charges repel each other, and thus a net charge of either sign will 
tend to increase the surface area, effectively decreasing the surface energy.  Also evident 
from Figure 3.1 are the chemical effects of the electrolyte.  Interestingly, all the curves 
align at negative potentials, where positive surface excesses of cations exist, showing that 
there is little to no chemical interaction of K
+
, Na
+
, and Ca2
+
 with Hg.  However, 
deviations begin to occur as the PZC is approached and become strongly apparent at 
positive potentials where anions have a positive surface excess.  These deviations at 
29 
 
positive potentials illustrate the chemical interaction of these anions with the metal 
electrode. 
 
Figure 3.1 Electrocapillarity curves of surface tension vs. potential for mercury in contact 
with solutions of the indicated electrolytes at 18 C.  The potentials are given with respect 
to the PZC for NaF.  Reprinted with permission from D. C. Grahame, Chem. Rev., 41, 
441-501 (1947), copyright 1947, American Chemical Society.  Ref 
25
. 
Interestingly, Bockris and Reddy point out that for the case of Hg,
20
 the chemical 
effects that allow anions to specifically adsorb are a consequence of their large ionic 
radius.  Thus, cations do not specifically adsorb because their small size increases their 
hydration energy to the point where specific adsorption becomes energetically 
unfavorable. 
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 The tendency of an ion to interact chemically with the electrode, preferentially 
adsorbing even at potentials where electrostatics predict no adsorption, is referred to as 
specific adsorption.  Research across multiple electrochemical systems has shown that 
while cations are tend to non-specifically adsorb, most anions do undergo specific 
adsorption.
20, 23
 
3.3.3 The Electric Double Layer 
 An understanding of the electric double layer and other interfacial phenomena is 
important for two reasons: (1) electrochemistry occurs at interfaces and (2) surface stress 
measurements are highly sensitive to interfacial changes. 
 The electric double layer refers to the capacitor that is configured by polarizing 
an electrode in an electrolyte.  Any net charge on the electrode must be balanced by an 
equal and opposite charge in the electrolyte.  These charges meet at the interface, but 
cannot pass through to cancel each other out because of the non-similar charge carriers 
(electrons in the electrode and ions in the electrolyte), thereby forming a capacitor.  Due 
to the high number density of charge carriers in the electrode (10
22
-10
23
 cm
-3
 for metals), 
27
 the length scale over which the electrode charge resides is quite small, typically less 
than an Angstrom and often negligible.  Electrolytes, on the other hand, have a much 
lower density of charge carriers (less than 10
20
 cm
-3
 for 0.1 M HClO4(aq)).  As a 
consequence of this low charge carrier density, the spatial extent of the double layer and 
its effects are dictated by the electrolyte.  Thus, all of the early double layer theories deal 
strictly with accounting for the electrolyte‟s contribution to the double layer, which can 
extend over as much as a micron at low ion concentrations and near the potential of zero 
charge (PZC) or be as small as a few Angstroms if either the ion concentration or 
polarization is increased.
23
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 One of the best models of the double layer was developed by Stern in 1924 and 
provides a strong mental image of the interface and correctly predicts important 
phenomena, without being overly complicated.
28
  Stern‟s model is essentially a 
Helmholtz-like correction to the diffuse model of Guoy and Chapman.  Guoy and 
Chapman independently developed double layer models
29-31
 that correctly account for the 
small capacitance that is displayed at low ion concentrations near the pzc.  In the Guoy-
Chapman model, charge-balancing ions are prevented from lining up at the interface by 
thermal motion (i.e. entropy).  However, the double layer length-scale can be reduced to 
unreasonably small distances (fractions of an Angstrom or smaller – i.e. smaller than a 
solvent molecule or electrolyte ion) by increasing the ion concentration and moving the 
potential far from the pzc.  Stern‟s model corrects this behavior by the inclusion of a 
distance of closest approach.  This distance parameter roughly corresponds to the size of 
a water molecule when fit to empirical capacitance measurements.  With the large ion 
concentrations used in this work, the Stern model essentially reduces to a Helmholtz-type 
double layer,
20
 resulting in a constant double layer capacitance. 
 Grahame further modified Stern‟s model to include a second distance, yielding 
inner and outer Helmholtz planes.
25
  The outer Helmholtz plane (OHP) corresponds to 
solvated ions (typically cations), while the inner Helmholtz plane (IHP) corresponds to 
ions stripped of their solvation shell (typically anions).  Ions which penetrate the OHP by 
partially dehydrating and displacing water at the electrode thus reside at the IHP and are 
said to have undergone specific adsorption.  Bockris and Reddy prefer the term contact 
adsorption so as to lend intuition regarding the physical process occurring, and as 
previously noted this type of adsorption is generally limited to anions.   
At potentials negative of the PZC where only cations have positive surface 
excesses, the Grahame model reduces to the Stern model, giving a constant capacitance.  
As Bockris and Reddy explain, the constant capacitance region negative of the PZC, 
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where no ions adsorbs at the IHP, but instead only at the OHP, is dominated by the water 
hydrating the electrode which is effectively at the IHP.  This water, having a (nearly) 
saturated dipole orientation, has a low dielectric constant of ~6 instead of 78 (value for 
bulk water).  Thus, the constant capacitance is dominated by the water molecules at the 
IHP, not the hydrated cations on the OHP. 
However, as the PZC is approached, anions develop positive surface excesses as 
they begin to specifically adsorb.  The chemical interaction of the anions with the 
electrode results in a differential capacitance which depends on potential both as the PZC 
is approached and at potentials positive of the PZC.
20
  However, as Frumkin points out
32
 
and as is verified by later researchers,
33
 when dealing with adsorption of organic 
molecules at metal electrodes (e.g. CO on Pt or Ru), a constant double layer capacitance 
is a good assumption, and often the best available. 
 In addition to specific adsorption of anions (e.g. Cl
-
, OH
-
), neutral molecules (e.g. 
CO) can strongly adsorb at electrodes.  One effect of specific adsorption is that the 
preferentially adsorbed molecule (e.g. Cl
-
, OH
-
, CO) blocks less strongly adsorbing 
molecules (e.g. H2, O2) from reaching the electrode surface and participating in 
electrochemical reactions.  This has proven particularly problematic for fuel cells, as will 
be discussed in greater depth in Chapter 5. 
3.4 Surface Stress 
3.4.1 Thermodynamics of Solid Surfaces 
 As originally noted by Gibbs in 1876,
34
 two types of work can be done on a solid 
surface: (1) plastic deformations where the infinitesimal work, dw, equals  dA and (2) 
elastic deformations where dw = f dA.  Here f is the surface stress.  In 1950, Shuttleworth 
was the first to derive the relationship between   and f for an isotropic solid:35 
33 
 
           (3.33) 
where   is the elastic surface strain.  This relationship was later expanded to include 
anisotropic solids, with the surface stress and elastic surface strain as tensors.
26
 
               (3.34) 
The surface stress and strain tensors have four components, but inasmuch as the strains 
are symmetric, the tensors can be diagonalized, showing that only two of the components 
are independent.  Furthermore, as Cammarata has explained,
26
 for surfaces with 3-fold or 
higher symmetry (as are all surfaces used in this work), equation (3.34) reduces to the 
isotropic case (3.33), making surface stress a scalar. 
 The absolute value of surface stress is an intrinsically difficult quantity to 
measure.
23
  Thus, nearly all experimental measures of surface stress are relative values, 
and should be shifted to an appropriate reference state.  Our most accurate understanding 
of absolute surface stress comes from ab-initio calculations of clean surfaces.
26
 
 As originally reported by Couchman and Davidson,
36
 the electrocapillarity 
equation for solids is 
    
                           
 
 (3.35) 
where s,   , and  
  are the area normalized surface excesses of entropy, species  , and 
charge, respectively, dT, d ,    , dE, and     are infinitesimals of temperature, surface 
energy, elastic surface strain, inner potential difference (i.e. differential change in the 
working electrode potential), and electrochemical potential of species  , and f is the 
surface stress.  From (3.35) we see that only one term has been added to the liquid‟s 
electrocapillarity equation (3.30):         .  Clearly this term is zero for a liquid as 
    in that case. 
 Unfortunately, the addition of this extra term complicates the Lippman relation 
for a solid, giving 
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 (3.36) 
Fortunately, the electrostriction        is often small,36 making (3.30) nearly valid for 
solids, except for one important detail: solid surface energies are difficult to measure.  It 
turns out that changes in surface stress are easier to measure than absolute quantities for 
either f or  , sparking some authors to look for new thermodynamic relations.13 
3.4.2 Experimental Measures of Changes in Surface Stress 
 Clean solid surfaces have non-zero values for both surface energy and surface 
stress.
26
  Furthermore, these values are in general not equal to each other.
26
  In much the 
same way that molecular adsorption decreases the surface energy (see explanation 
following (3.26)), adsorptive processes induce changes in surface stress.  Adsorption 
typically brings about a compressive change in surface stress,
7, 12, 37, 38
 which is to say that 
it reduces the magnitude of the typically tensile
26, 39
 absolute surface stress. 
 As I noted earlier,
7
 in situ high-resolution surface stress monitoring is a powerful 
tool for the study of electrocatalysis due to the extreme sensitivity that this technique has 
for processes occurring at the electrode-electrolyte interface.  Because the magnitude of 
both f and   are intrinsic to the nature of the solid-electrolyte interface, they are highly 
sensitive to changes in adsorbate coverage and potential.  For example, Heaton and 
Friesen
13
 have recently used surface stress measurements to examine the oxygen 
reduction reaction at Pt{111} electrodes, and Mickelson et al.
12
 used the same technique 
to examine the electro-oxidation of CO at Pt surfaces. Surface stress measurements have 
also been used to probe a wide variety of other phenomena including DNA 
hybridization,
40
 detection of antibodies in blood serum,
41
 and contraction of artificial 
molecular muscles.
42
 An understanding of surface stress has shed light in many other 
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areas including thermal imaging with a bimetal oscillator,
43
 corrosion of certain 
composite materials,
44
 and structural transitions in thin magnetic films.
45
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CHAPTER 4 X-RAY PHOTOELECTRON SPECTROSCOPY 
X-ray photoelectron spectroscopy is an analytical technique which allows for 
chemical analysis of surfaces.  The main advantages of this technique are (1) its 
sensitivity to species present on the surface, (2) its ability to differentiate between 
different chemical forms (e.g. oxidation states) of any given element, and (3) the ability 
to accurately determine a sample‟s surface composition (e.g. mole fraction).  Its main 
disadvantages are (1) the sample must be electrically conductive and (2) the sample must 
have a low vapor pressure inasmuch as the analysis takes place in ultra-high vacuum.  
These two disadvantages effectively eliminate all gases, liquids, and a host of solids for 
examination.  However, even though the bulk of the sample must be electrically 
conductive, surface layers with negligible conductance are permissible. 
 The physics of XPS are simple.  An x-ray source, typically Al Kα or Mg Kα,46 
emits characteristic x-rays which are incident on the sample.  Upon impact a portion of 
the x-rays are absorbed resulting in ejection of electrons of characteristic energy.  The 
kinetic energy of the electrons is related to the binding energy of the bond they were in 
and the x-ray‟s energy as given below 
 
       (4.1) 
where K is the kinetic energy of the electron after ejection,    is the x-ray energy, and U 
is the binding energy of the electron before absorption of the x-ray.  If the electron 
escapes into vacuum without interacting with chemical forces within the sample, it 
reaches the detector with the characteristic energy K.  However, if the electron originates 
from within the sample at a depth of more than one or two attenuation lengths, typically 
5-10 nm, then it will undergo inelastic scattering as it exits the sample, losing energy, 
impacting the background signal, and making signal interpretation more complicated.
46-48
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 Accurate measures of peak intensities (either peak height or integrated area) 
depend upon an accurate representation of the continuously varying background.  The 
standard background subtraction technique used in XPS was developed by Shirley and 
originally published in 1972 as he applied it to the valence bands of gold.
49
  In this 
landmark article Shirley explains the rationale for his background correction model.  "In 
making the correction it was observed that the spectrum returned to a constant level at 
kinetic energies below those of the valence bands.  This level was somewhat higher than 
the base line above the valence levels.  The difference was assumed to arise entirely from 
valence-band photoelectrons that were inelastically scattered before leaving the 
sample."
49
  These same observations can be seen in any XPS spectra, such as the one 
shown in Figure 4.1. 
 
Figure 4.1 X-ray photoelectron spectrum of Ag excited by Mg Kα.  Reprinted from J. C. 
Riviere, in Practical Surface Analysis: Auger and X-ray Photoelectron Spectroscopy, 
eds. D. Briggs and M. P. Seah, John Wiley & Sons Ltd., New York, 1983.  Copyright 
1983, John Wiley & Sons. 
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   The basic math behind the idea is readily grasped through graphical 
presentation as shown in Figure 4.2.  As seen in Figure 4.2 the background continuously 
changes in the region of a peak from a lower intensity at high kinetic energy (low binding 
energy), to higher intensity at lower kinetic energy (high binding energy).  Note that the 
background meets the empirically collected data both before and after the peak.  
Furthermore, the method is capable of handling multiplet peaks, such as the doublet 
shown here.  The interested reader is referred to Shirley‟s original work49 and recent 
reviews
47
 {ref Sherwood in Practical Surface Analysis} for a detailed treatment of the 
math. 
 
Figure 4.2 X-ray photoelectron spectrum of the Pt 4f doublet (black) and the 
corresponding Shirley background (red). 
 As will be noticed in section 5.4 Shirley‟s model is both graphically and 
mathematically equivalent to the method I developed for separating background and 
Faradaic currents during electrochemical reactions.  This is no accident as Shirley‟s 
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background served as the inspiration for my method.  During December 2008, I happened 
to be performing significant amounts of XPS data analysis while concurrently struggling 
to accurately account for background processes in my electrochemical signal.  As it 
happened I was in the lab on the afternoon of Friday, Dec. 19, 2008 with effectively 
nothing to do.  There were just a few hours of the work-day left before Christmas break.  
However, I had just finished all the XPS data analysis, and any experimental work would 
require more time than I had.  Rather than going home early I decided to try applying a 
Shirley-like background to my CO electroxidation data.  I quickly realized that the 
method had theoretical underpinnings which were simultaneously completely different 
from Shirley‟s original application of the method and yet just as valid.  Furthermore, I 
had never actually read Shirley‟s paper.  My only exposure to his method was through 
XPS data analysis, where the software package had his method as a built-in feature with a 
sentence or two in the help files roughly describing what function it performed.  Thus, a 
few months later after independent refinement of my model I was happily surprised to 
discover that it was not only mathematically equivalent to Shirley‟s original method, but 
that I had also implemented a key feature (i.e. iterative approach, section 5.4.3) which he 
suggested as helpful, but didn‟t actually implement himself. 
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CHAPTER 5 ELECTROCAPILLARITY AND CO ELECTROXIDATION 
5.1 Introduction 
A recent review by Bagotsky gives a detailed accounting of the history of fuel cells 
in their many different version and the technical problems that remain to be surmounted 
before they reach the market as a commercially-viable product.
1
  One of these problems 
is catalyst poisoning by CO adsorption.  As Oetjin et al. discuss,
5
 CO is an impurity in the 
H2 fuel stream.  While it is possible to produce pure hydrogen through electrolysis, this is 
currently cost prohibitive.
1
  Thus, the main source of hydrogen gas is what Oetjin et al. 
refer to as technical hydrogen which is produced through high temperature and pressure 
steam reforming of methane over a nickel catalyst:
50
 
                   
             (5.1) 
Reaction (5.1) gives 75% H2 and 25% CO.  The CO concentration can be reduced 
through the water-gas shift reaction:
50
 
                    (5.2) 
While reaction (5.2) and other purification processes can reduce the impurities levels of 
H2 to any level desired, it becomes economically cost prohibitive to reduce the CO 
content of technical H2 to the sub-ppm levels required for a pure Pt anode.  A typical 
concentration range of CO in technical H2 as used in polymer electrolyte membrance fuel 
cells (PEM-FC) is 1-2%.
5, 6, 51
 
To overcome this problem of CO poisoning, four possible avenues have been 
suggested: (1) use of a different catalyst not subject to poisoning, (2) inducing CO 
oxidation by pulsing the anode voltage positive, (3) using fuel additives such as O2 and 
H2O2 which prevent poisoning, and (4) raising the operating temperature above 120°C.  
Only the first proposed solution, catalyst development, is treated in this work.  Major 
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drawbacks of approaches 2-4 include temporary benefits, safety concerns, and the 
necessity of new solvent development (water boils at 100°C). 
In 1964 Bockris published results showing that in methanol oxidation Pt-Ru alloy 
catalysts are less prone to CO poisoning than pure Pt.
3
  In 1967, Niedrach et al. followed 
up these results by showing that the same holds true in hydrogen fuel cells when trace 
impurities of CO exist in the fuel stream,
4
 as is often the case.
5
  To this day,
5, 6
 carbon 
supported Pt nanoparticles are still the best commercially available anode catalyst in 
acidic PEM-FCs when no CO impurities are present, where-as Pt-Ru is best when CO is 
present in the fuel stream.  A major aim of my work was to understand why Pt-Ru is a 
better catalyst than Pt when CO impurities are present; for although a significant amount 
of work has been done to elucidate the underlying mechanism, “the reasons are not 
exactly clear.”1 
Two theories have been proposed to explain why Pt-Ru is more active than either pure Pt 
or pure Ru.  Watanabe and Motoo proposed a bi-functional mechanism in which Ru 
provides an adsorbed oxygen containing species (e.g. adsorbed hydroxyl) while Pt 
provides facile electron transfer kinetics.
52
  Gasteiger et al. have given a thorough and 
detailed explanation of the mechanism.
53
  Later, Iwasita et al. performed Fourier 
transform infrared spectroscopy (FTIR) measurements which led them to propose a 
ligand effect theory.
54
  The ligand effect amounts to a Ru-induced modification of the 
electronic structure of Pt.  Frelink et al. have also published similar FTIR results and an 
in-depth explanation of the ligand effect.
55
 
While the presence of Ru certainly affects the electronic structure of nearby Pt, in 
fact reducing the Pt-CO bond energy, a point which on the surface appears in favor of the 
ligand effect, the underlying question is not to discover all possible causes of the high Pt-
Ru activity, but rather the dominant cause(s).  Thus, the question is not whether the 
ligand effect is real, as it seems plausible, but whether or not it is relevant.  Many papers 
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on this topic can be divided into camps as either supporting the bi-functional mechanism 
or the ligand effect.  It wasn‟t until 2002 when Waszczkuk et al. published a review56 that 
a first attempt was made to determine the size of the bi-functional mechanism compared 
to the ligand effect.  Their conclusion was that “the bi-functional mechanism effect is 
about four times larger than that of the ligand effect.”56  However, this conclusion arose 
mainly from temperature programmed desorption (TPD) experiments in ultra-high 
vacuum (UHV) conditions, somewhat disconnected from the aqueous environment of a 
fuel cell.  This work seeks to use in-situ stress evolution measurements in conjunction 
with standard electrochemical techniques to investigate electro-driven adsorption 
processes (e.g. Hads, OHads) and to experimentally determine the catalysis enhancement 
mechanism of CO electroxidation on Pt-Ru. 
Please note that significant portions of this chapter are adaptations of two articles 
by the author on this subject.
7, 57
  An earlier treatment by this author on this subject can be 
found in Appendix A.
12
 
5.2 Experimental Details 
 As explained elsewhere,
7
 thin film electrodes of Pt{111}, Ru/Pt{111} and 
Ru{0001} were synthesized and characterized in this work.  All electrodes were made by 
sputter depositing a 1nm Cr adhesion layer followed by 250 nm of Pt at 350 °C to ensure 
{111} texturing.  (Note that work I previously published
12
 was performed on Pt deposited 
at room temperature, which did not yield as strong of a {111} texture, giving slower CO 
electro-oxidation kinetics, but similar surface stress change.  All data presented here and 
in recent publications
7, 57
 come from samples where Pt was deposited at 350°C.)  Ex-situ 
x-ray diffraction (XRD) rocking curves show the average misorientation of the Pt{111} 
grains to be less than 4°.  Ru/Pt{111} electrode synthesis was performed by spontaneous 
deposition of Ru from aqueous RuCl3, using the technique originally developed by 
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Chrzanowski and Wieckowski,
58
 as explained in section 5.2.2.  Ru{0001} samples were 
made by sputter deposition of a Ru layer onto the Pt film. 
 All glassware and the Teflon cell used for experiments were cleaned by soaking 
in hot (50 °C) nitric and sulfuric acids and then rinsed three times in 18 MΩ-cm water 
(Barnstead Nanopure).  All electrochemical experiments were performed in 0.1 M HClO4 
(99.999%).  Solutions were de-aerated with humidified nitrogen (99.999%) in a separate 
piece of glassware before being piped directly into the Teflon cell.  Potential 
measurements were performed with a potassium sulfate saturated mercury-mercury 
sulfate (MSE) reference electrode (+640 mV vs SHE), connected via a 0.1M HClO4 
bridge to prevent sulfate contamination.  All potentials have been converted to the 
reversible hydrogen electrode (RHE) scale.  All voltammograms had a scan rate of 50 
mV/s. 
 Surface stress measurements have been performed by capacitively measuring 
deflections of a cantilevered beam (i.e. the working electrode) as explained in Chapter 2.  
An analysis of systematic and random errors has given a resolution of 0.016 N/m.  Errors 
due to uncertainty in substrate modulus and thickness (a squared term) were removed 
through the use of a gravity calibration method.
13
  For electrocapillarity experiments, 
changes in surface stress are referenced to the maximum; CO oxidation experiments are 
referenced to the beginning of the experiment. 
5.2.1 Texture and Morphology of Pt{111} Thin Films 
X-ray diffraction measurements were taken to show the extent of {111}-texturing 
(Figure 5.1) and the orientation of the {111} planes with respect to the surface (Figure 
5.2).  The x-ray source was a Cu anode and the resulting Cu K was attenuated with a Ni 
foil, allowing the more intense Cu K x-rays to pass through.  The divergent slit was ¼ 
degree. 
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The prominent feature of the -2 scan of Figure 5.1 is the {111} peak at 39.7°.  
Three other small features exist.  The artifact at 42.8° is due to Ni K x-rays diffracting 
off the {111} planes.  The small peak at 85.5° is from {222} planes (obviously related to 
the {111} planes).  The peak at 81.3° is due to {311} planes.  The intensity of the {311} 
peak is 0.082% of the {111} peak.  (Note that the log scale makes the {311} peak appear 
larger than it actually is.)  A Pt powder diffraction standard gives the {311} peak an 
intensity 33% that of the {111} peak.  Correcting the {311} peak for this 33% sensitivity 
factor shows the sample has a volume-averaged 0.25% {311} character.  Hence, the 
sample is 99.75% {111} textured, by volume.  However, the degree of {111} texture 
increases with thickness, and for electrochemical measurements only the surface texture 
matters and must be much higher than 99.75%, the volume average. 
 
Figure 5.1 Typical X-Ray diffraction θ-2θ scan of a Pt{111} sample.  Cu Kα radiation. 
Counts are on a log scale to enhance visibility of small features. 
 X-ray diffraction rocking curve measurements (Figure 5.2) show how well 
oriented are particular sets of planes.  Figure 5.2 is a rocking curve of the {111} peak 
from a Pt{111} sample.  The peak is centered at 18.91°, and the half-width half-
maximum (HWHM) is 3.92°. 
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Figure 5.2 X-ray diffraction rocking curve measurement of the {111} planes (2 = 
39.65°) of the Pt{111} sample.  Cu K- radiation.  is the angle between the x-ray 
source and sample.  Peak center is =18.91°.  HWHM is 3.92°. 
The morphology of the Pt{111} sample was investigated with both Atomic Force 
Microscopy (Figure 5.3) and Scanning Tunneling Microscopy (Figure 5.4).  Similar 
results were obtained with both techniques.  Grain size and cross-section analyses of the 
AFM image gave an average grain size of 68 nm and a grain height (measured from 
valley to peak) of 3.9 nm.  From these results and by noting the Pt{111} interplanar 
spacing is 0.227 nm, the average distance between steps is 2.0 nm. 
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Figure 5.3 Representative AFM image of Pt{111} sample morphology. Size: 1μm x 1μm.  
The inset shows a representative cross-section. 
 
Figure 5.4 Representative STM image of Pt{111} sample morphology. Size: 500nm x 
500nm.  The inset shows a representative cross-section. 
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5.2.2 Ru/Pt{111}: Synthesis and Characterization 
 The protocol outlined by Wieckowski and coworkers
59, 60
 was used for 
spontaneous deposition of Ru on Pt.  A solution of 0.1M HClO4 + 1mM RuCl3 • 3 H2O 
(99% Alfa Aesar) was made and allowed to age for a minimum of two weeks.  A Pt{111} 
sample was placed in the solution for 3 minutes to allow the spontaneous deposition to 
occur at open circuit (~1 V vs RHE).  After which, the sample was rinsed with 18 MΩ-
cm water and dried in a stream of N2 gas.  The sample was immediately reintroduced to 
the electrochemical cell, and the adsorbed Ru was electrochemically reduced by scanning 
the potential from open circuit down to 0 mV. 
 Extensive characterization of electrodes prepared by this process of spontaneous 
deposition of Ru on Pt (111) single crystals has already been done using Auger Electron 
Spectroscopy (AES),
61, 62
 X-ray Photoelectron Spectroscopy (XPS),
63
 and Scanning 
Tunneling Microscopy (STM).
59, 60, 64-66
  It has been shown that the process is self-
limiting and that a submonolayer coverage of Ru is obtained with islands 3-5 nm in 
diameter of mostly (~85%) monatomic height.
59
   
In this work the Ru surface coverage was determined using angle-resolved XPS 
(AR-XPS) to be 0.37 ± 0.07.  The coverage of Ru on Pt{111} was calculated from XPS 
intensities and known attenuation lengths via
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  (5.3) 
where IRu and IPt are the measured intensities of XPS peaks, SRu and SPt are sensitivity 
factors for the XPS peaks, Ru is the coverage of Ru, aRu is an effective bond length, λRu is 
the attenuation length of electrons through Ru, ERu and EPt are the kinetic energies of XPS 
electrons from Ru and Pt, and is the angle between the sample normal and the detector.  
Note that for some time I was not able to find this relation and derived the equation 
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myself.  Roughly one week later I found the same formula in the cited reference.  The 
derivation relies on a continuum model of the Beer-Lambert law.  Attenuation lengths 
were calculated using the form proposed by Cumpson and Seah.
68
  Values for all of the 
parameters required for (5.3) are given in Table 5.1.  Important details regarding XPS 
data analysis, specifically on background subtraction, are given in Chapter 4. 
Table 5.1 XPS Parameters for calculation of Ru coverage. 
Parameter aRu λRu(ERu) λRu(EPt) ERu EPt SPt SRu 
Units nm nm nm eV eV     
Value .2207 1.182 1.508 1024 1411 6.81 6.78 
5.3 Results 
5.3.1 Voltammetry and Electrocapilarity of Clean Electrodes 
Figure 5.5a shows voltammograms of Pt{111}, Ru/Pt{111} and Ru{0001} in 
deaearated perchloric acid.  Potential limits of 0 and 880 mV were chosen to minimize 
Ru dissolution.
63
  Pt{111} and Ru/Pt{111} current densities are very similar with Hads 
occurring in the low potential region (0-0.2V) and little current in the mid-potential 
region (0.3-0.7V).  Ru{0001}, on the other hand, has smaller Hads current densities and 
larger pseudo-capacitive current densities in the mid-potential region.  These larger 
current densities on Ru{0001}, due to its oxyphilicity, are important in understanding the 
CO oxidation process.  A detailed comparison of the voltammetry presented in Figure 
5.5a to single crystal work is given in section 5.3.2. 
The corresponding electrocapillarity is shown in Figure 5.5b.  Once again, 
Pt{111} and Ru/Pt{111} are very similar over the entire range of potentials with a -0.58 
N/m compressive signal due to Hads and -0.33 N/m in the double layer (mid-potential) 
region.  Compressive Hads on Ru{0001} is more than 5 times smaller at 0.10 N/m.  
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However, a significantly larger compressive stress of -1.53N/m, due to OHads, was 
measured in the Ru{0001} mid-potential region.  Thus, we see that although all of the 
same phenomena are manifested in both the voltammetry and surface stress signals, 
surface stress measurements are much more sensitive.  For example, the enhancement of 
Ru{0001} redox activity in the mid-potential region over that of Pt{111} and Ru/Pt{111} 
looks much more dramatic in Figure 3.1b than in Figure 3.1a. 
 
Figure 5.5 Clean (a) Voltammetry and (b) Electrocapillarity of Pt{111} (black), 
Ru/Pt{111} (red), and Ru{0001} (green) in de-aerated 0.1 M HClO4. 
5.3.2 Possible concerns regarding voltammetry of Pt{111} and Ru/Pt{111} 
 The astute reader familiar with voltammetry of Pt(111) single crystals might have 
noticed a few differences between the work presented here, and single crystal work 
presented elsewhere.
69
[refs: 5-10] Why is the voltammetry of the Pt{111} films (see 
Figure 5.5a) different from Pt(111) single crystals?  And why do the Pt{111} and 
Ruθ=0.37/Pt{111} samples have such similar voltammetry (Figure 5.5a)? These and other 
concerns will be addressed here. 
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5.3.2.1 Why is the Pt{111} voltammetry different from Pt(111) single crystals? 
 As originally reported by Clavilier in 1980 and as reproduced below (see Figure 
5.6), Pt(111) single crystals have a very specific voltammetric profile,
69
 which later work 
has termed its “fingerprint.”70-72  Clavilier showed a new set of voltammetric peaks that 
have been referred to as “unusual,”69 “anomalous,”73, 74 and “butterfly.”58, 75, 76  Extensive 
discussion in the literature
73, 74, 77-79
 shows that these peaks are due to anion adsorption on 
clean, flat, and well-prepared Pt single crystals.  The Pt{111} voltammetry presented here 
(see Figure 5.5a) does not show these peaks.  There are three reasons for this difference. 
 
Figure 5.6 Voltammogram of a Pt(111) single crystal in 0.1 M HClO4. Scan rate 50 
mV/s.  Reprinted with permission from Clavilier, J. J. Electroanal. Chem. 107 (1980) 
211-216.  Copyright 1980, Elsevier. 
 First, the Pt{111} samples of this work are not single crystals, but rather 
polycrystalline thin films.  According to the x-ray diffraction (XRD) results of Figure 5.1 
and Figure 5.2, the Pt samples of this work are strongly {111} textured.  The -2 scan of 
Figure 5.1 shows that the surface is predominantly of {111} character (2 = 39.7°), the 
only exceptions being an artifact at 42.8° (arising from Ni K- diffracting off the 
Pt{111}), a {222} peak at 85.5° (which is of course related to the {111} peak), and a 
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{311} peak at 81.3° with an intensity 0.082% that of the Pt{111} peak.  Platinum powder 
gives the {311} peak an intensity 33% of the {111} peak, showing that these Pt samples 
have ca. 0.25% {311} character and 99.75% {111} character.  (Note that XRD probes the 
entire volume of the Pt film, and not just the surface which is of electrochemical interest.  
Thus, because the {111} texturing increases with film thickness, as in generally known, 
the {111} character of the Pt surface is certainly higher than 99.75%.) 
Second, rocking curve measurements of the Pt{111} peak, Figure 5.2, give a 
FWHM of 7.84°.  (Note that HWHM of 3.92° is a better metric than FWHM for the 
average misorientation of the grains.)  A simple calculation will suffice to indicate what 
this means.  A particular grain in the film has its {111} planes oriented 3° away from the 
surface normal.  Even if the grain is perfectly flat, it has on average one step every 4.5 
nm (i.e. terraces are ~16 Pt atoms wide).   
Third, Lei Tang and Jungwoo Nah assisted me in assessing the morphology of 
the Pt{111} films with Atomic Force Microscopy (AFM) and Scanning Tunneling 
Microscopy (STM), respectively, obtaining similar results from both.  The Pt{111} films 
of this work have an average grain diameter of 68 nm, and an average grain height of 3.9 
nm.  Thus, based on a step height of 0.227 nm (the Pt(111) interplanar spacing), the 
average lateral spacing between steps due to surface roughness is 2.0 nm (~7 atoms 
wide). 
In summary, three reasons exist for the difference between the voltammetry of 
my samples and low-miscut (111) single crystals: the grain boundaries arise from the 
polycrystalline nature of the samples, thes steps whichform as a result of off-angle {111} 
plane orientation, and surface roughness. 
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5.3.2.2 Is the similarity of the Pt{111}and Ru/Pt{111} voltammetry a cause for 
concern? 
As seen in Figure 5.5a, the voltammetry of clean Ru/Pt{111} is nearly the same as 
Pt{111}.  This could cause concern for the reader who expects different character for the 
samples in the regions of hydrogen adsorption/desorption and OH
−
 adsorption/desorption.   
With respect to hydrogen adsorption/desorption, the synthesis method for the 
Ru/Pt{111} samples follows the procedures laid out by Wieckowski and co-workers.  
Chranowski and Wieckowski were the first to publish on the topic in 1997
58
 and 
Wieckowski has since published extensively on the subject.
59-64
  In 2004 Wieckowski and 
co-workers published an article showing the voltammetry of Pt(111) and Ru/Pt(111) 
[Figure 6 of ref 
60
].  The voltammetry shown clearly indicates that the presence of Ru 
islands on Pt(111) does not significantly modify the hydrogen adsorption/desorption 
behavior from the well-known case of bare Pt(111).   
In regards to OH
-
 adsorption/desorption: it will be noted that in Figure 6 of ref 
60
 
the OH
−
 adsorption/desorption character is different for the two surfaces with Ru/Pt(111) 
having roughly twice the double layer/pseudocapacitive/background current as Pt(111), 
possibly leading to questions regarding my samples.  However, I would also point out the 
work by Gasteiger et al. in 1994
53
 (Figure 3, dotted lines) where the voltammetry of 
Pt/Ru electrodes are shown with varying degrees of Ru, and which shows that for a Ru 
surface concentration of 0.33 the background current is still relatively small.  Background 
current in the OH adsorption/desorption region due to the presence of Ru only noticeably 
increases at the larger Ru surface concentrations of 0.46 or 0.55. 
The work of Gasteiger et al. was performed on non-textured polycrystalline 
samples, while the work of Wieckowski and co-workers was performed on single 
crystals.  It is not surprising therefore that my results (taken from highly {111} textured 
samples) are not precisely the same as either group, but rather somewhere between them. 
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5.3.3 CO oxidation experiments 
Before executing the CO oxidation experiments, 10 cycles of voltammetry were 
run to ensure the cleanliness of the sample and check for characteristic behavior, as 
shown in Figure 5.5.  As I will show in section 5.3.4 and as I have noted previously,
7, 12
 a 
process of bubbling CO and then N2 directly into the cell for 15 and 180 minutes, 
respectively,  while holding the electrode at 75 mV, simultaneously ensures that the 
electrode is saturated with adsorbed CO without any CO present in the electrolyte.  
Figure 5.7 shows the potential-induced oxidation of CO on Pt{111}.  General aspects of 
this phenomenon now will be pointed out.  Electrode distinguishing details will be 
discussed in section 5.3.5. 
 Figure 5.7a shows that CO is effective at blocking the electrode from 
participating in electrochemistry (both hydrogen desorption and double layer activity).  
No significant current exists until the CO oxidation turn-on potential is reached.  All the 
CO is oxidized during the first scan as evidenced by the identical nature of cycles 2-5, 
which do not exhibit a CO oxidation wave.  Furthermore, as shown in Figure 5.8, 
hydrogen oxidation activity is restored on all three electrodes after CO oxidization.  As 
Figure 5.7b indicates, removal of CO by oxidation results in a tensile change in surface 
stress, as expected from UHV work.
80
  However, due to features such as Hads 
compression, it is difficult to assess a quantitative CO oxidation surface stress change, 
other than to say that it reaches a maximum of 0.80 N/m at 270 mV. 
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Figure 5.7 CO oxidation on Pt{111}. (a) Voltammetry and (b) surface stress.  The red dot 
marks the beginning of the experiment.  Cycles 1-5 are shown in black, red, green, blue, 
and cyan, respectively. 
 
Figure 5.8 Complete oxidation of CO restores electrodes‟ activity.  Voltammetry (top 
row) and electrocapillarity (bottom row) for Pt{111} (left), Ru/Pt{111} (middle) and 
Ru{0001} (right).  Clean before CO exposure (black) and post-CO oxidation (red). 
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5.3.4 Bubbling N2 for 180 minutes removes CO from solution 
If CO is present in solution during electro-oxidation, higher coverages of CO (as 
calculated from oxidation charge) are obtained than when CO is not present.  This has 
been reported by a number of workers including Gomez, et al.
75
  and Markovic, et al.
81
  
As Markovic, et al. have shown, a second effect of the presence of CO in solution is that 
the turn-on or ignition potential increases with the partial pressure of CO. 
Figure 5.7a provides evidence for the absence of CO in solution during my CO 
oxidation experiments.  If there had been CO in solution, the return sweep of cycle 1 
would have shown a CO oxidation current, but it does not.  Additionally, CO oxidation 
currents would have appeared on both the forward and reverse scans of cycles 2-5, which 
are also not present.  As seen in Figure 5.7a, CO oxidation is only observed during the 
forward scan of cycle 1, indicating the presence of CO on the electrode during the first 
forward scan and the absence of CO in solution during subsequent cycling. 
To illustrate more conclusively that the experimental method used here (CO 
saturation for 15 minutes, followed by 180 minutes of CO purging/N2 deaeration, all 
while holding the working electrode at a constant potential of 75 mV vs RHE) removes 
all CO from solution, I have performed a set of CO oxidation experiments in which the 
CO purging/N2 deaeration time is varied from 0 to 180 minutes.  As Figure 5.9 shows, 
the turn-on potential decreases with purging time, as expected from the work of 
Markovic, et al.
81
  Furthermore, the CO oxidation charge is reduced by increasing the 
purge time from 5 min to 15 min with little change as the purge time is increased to 180 
min.  Also, cycle 2 of the 5 min experiment (not shown) gave a small CO oxidation wave, 
indicating the presence of CO in solution, whereas the 15 and 180 min experiments 
showed no such wave, similar to the results shown in Figure 5.7a, indicating no such 
presence of CO in solution. 
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Thus, a purge time of at least 15 min is required for three reasons: (1) the turn-on 
potential stops decreasing with purge time greater than 15 min, (2) significant decreases 
in CO oxidation charge are obtained by increasing the purge time to 15 min, with only 
small decreases afterwards, and (3) if the purge time is at least 15 min then CO oxidation 
is seen only on the forward scan of the first cycle.  If the CO had only been purged for 5 
min then remnant CO would have remained in solution.  However, CO was purged for 
180 min (12 times longer than these results show is necessary to remove CO from the 
solution), indicating that the experimental results presented here were obtained with a 
solution lacking CO. 
 
Figure 5.9 CO oxidation on Pt{111} with varied N2 purge times.  Black curve shows 
voltammetry before exposure to CO.  Red, green, blue, cyan, and magenta curves show 
CO oxidation anodic scan after 0, 1, 5, 15, and 180 minutes of CO purging/N2 deaeration, 
respectively.  
5.3.5 CO oxidation on Pt{111}, Ru/Pt{111} and Ru{0001} 
 The CO oxidation waves in Figure 5.10a show qualitatively similar behavior on 
all three electrodes.  The dashed lines mark the CO oxidation turn-on potentials as 
determined by a 20 uA/cm
2
 threshold with values of 430, 550, and 700 mV for 
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Ru{0001}, Ru/Pt{111}, and Pt{111} respectively.  Based on these turn-on potentials 
Ru{0001} appears to be the best catalyst.  However, the primary purpose of the catalyst 
is the oxidation of H2 in the presence of small concentrations of CO, not solely the 
oxidation of CO.  The optimal catalyst retains a high hydrogen oxidation activity while 
improving the CO oxidation activity, making Pt-Ru the best catalyst.  Tafel slopes for CO 
oxidation are 46, 71, and 146 mV/decade for Ru/Pt{111}, Pt{111}, and Ru{0001}, 
respectively, indicating that CO oxidation turns on more rapidly on Ru/Pt{111} than on 
either Pt{111} or Ru{0001}. 
 From Figure 5.10b it is evident that CO oxidation is tensile on both Pt{111} and 
Ru/Pt{111}, with a similar final states of +0.59 and +0.58 N/m on Pt{111} and 
Ru/Pt{111}, respectively.  Furthermore, the curves are nearly identical until the 
Ru/Pt{111} turn-on potential is reached.  CO oxidation on Ru{0001}, however, is 
qualitatively different.  The surface stress changes nearly monotonically in the 
compressive direction reaching a final value of -0.84 N/m.  As will be shown later, this 
compressive signal is due to hydroxide adsorption associated with the reformation of the 
double layer that occurs simultaneously with CO oxidation. 
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Figure 5.10 CO Oxidation on Pt{111} (black), Ru/Pt{111} (red), and Ru{0001} (green).  
(a) Voltammetry and (b) surface stress change. Dotted lines mark 20 μA/cm2 turn on 
potentials: A, B, C for Ru{0001}, Ru/Pt{111}, and Pt{111}, respectively. 
The raw CO oxidation charges, shown in Figure 5.11, are 487, 597, and 846 
µC/cm
2
 on Pt{111}, Ru/Pt{111}, and Ru{0001}, corresponding to CO saturation 
coverages of 1.01, 1.24, and 1.67 ML.  However, as Gomez et al. have pointed out, these 
charges do not solely represent the oxidation of CO, but also include double layer 
charging.  They developed a model to account for these background charges, resolving 
the apparent discrepancy between CO oxidation charges on Pt(111) single crystals in 
perchloric and sulfuric acids.  Their model, which allows for accurate determination of 
CO saturation coverages, concerns only the initial and final states of the electrode.  
However, in order to add to the scientific understanding of the activity enhancement 
mechanism of Ru/Pt{111}, we needed detailed information on how the Faradaic CO 
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oxidation charge evolves with time, requiring the development of a new background 
subtraction method. 
 
Figure 5.11 Faradaic CO oxidation charge density.  Raw uncorrected (red) and corrected 
(green).  All results averaged over several samples.  See section 5.4 below for 
explanation of correction model. 
5.4 Background Subtraction Model 
 As explained earlier
57
 the purpose of our technique is to separate the measured 
current      into two parts: the Faradaic current of interest    and the background current 
  . It is applicable to all processes that modify the composition of the electrode–
electrolyte interface, not just CO oxidation. In general, background currents change upon 
an exchange of the electrode–electrolyte interface.  For example, as has been noted by 
many authors,
53, 70, 75, 82-85
 the characteristic double-layer current for a platinum-group 
metal covered with CO is significantly less than when no CO is present.  Our model 
assumes that the total background current is a weighted average of currents characteristic 
of the initial and final interfaces, where interface coverage is the weighting function.  
More succinctly, this is expressed as 
              (5.4) 
with the requirement that 
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         (5.5) 
where ib is the coverage-dependent background current;    and    are the characteristic 
background currents of the initial and final interfaces, respectively; and    and    are, 
respectively, the coverage of the α and β surface phases on the electrode. The form of    
and    is taken from experimental data. A more detailed treatment of the terms in (5.4) 
follows.  
5.4.1 Characteristic Currents 
Figure 5.12 shows the oxidation of CO adsorbed on Ru{0001}.  In the potential 
range of 0.1–0.3 V, while the interface is still covered with CO, the current is nearly 
constant. This current,    is characteristic of the CO-covered interface. After sweeping 
the potential to 0.88 V, subsequent voltammetric cycles show no further CO oxidation 
(similar to Pt{111} as shown in Figure 5.7); hence, the current at the most positive 
potential limit is characteristic of the CO-free interface,  .  In the CO/Ru{0001} 
example,    and    are constants.  However, this is not a requirement, as they may take on 
functions of any order. For example, for Pb underpotential deposition (UPD) on Au(111) 
in an air-saturated electrolyte, first-order polynomial forms of       and       were used 
to account for the potential dependence of the background faradaic process – oxygen 
reduction.
57
  As seen in Appendix A, this method can be seamlessly applied to 
voltammetry that has overlapping peaks without introducing subjective judgment calls or 
losing robustness.  Note that    and    are not coverage-dependent quantities, but they are 
dependent on potential, scan rate, and history.
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Figure 5.12 CO Oxidation on Ru{0001} voltammetry with background correction.  Raw 
current (black), converged background current (red), Faradaic current (green), iα (dashed 
gray), and iβ (dotted gray).  0.1 M HClO4. Scan rate: 50 mV/s. 
5.4.2 Adsorbate coverage 
The definitions of       and       must account for the exchange of one 
interface for another; that is, the background current is initially due entirely to    and 
later due entirely to   . Thus,    is initially 0 and finally 1. Furthermore, integrating the 
Faradaic current provides a potential-dependent measure of coverage of the new 
interfacial phase, giving 
       
     
    
  (5.6) 
where       is the faradaic current of interest integrated up to  , the given potential, and 
     is the faradaic current of interest integrated over the entire experiment.  After 
determining      , (5.5) can be used to calculate      . 
5.4.3 Iterative Approach 
 The faradaic current is unknown a priori, making (5.6) of limited use.  However, 
by assuming an initial form of the background current, the Faradaic current and all other 
62 
 
related quantities can be calculated by translating (5.4), (5.5), and (5.6) into an iterative 
technique.   
As a starting point the background current    is assumed to be equal to    (testing 
has shown an insensitivity to the details of this initial assumption), giving  
   
           (5.7) 
where   
  indicates the zeroeth iteration of the Faradaic current.  A well-defined faradaic 
current allows for    to be calculated as 
   
     
  
    
    
     (5.8) 
which is the iterative form of (5.6), and   is the iteration counter.  With a well-defined 
coverage   , the background current can be calculated as 
   
          
        
  (5.9) 
which is the iterative form of (5.4) and (5.5).  We note that    and    are independent of 
iteration number.  Figure 5.12 shows the efficacy of this method for deconvoluting the 
raw current with converged background and faradaic currents identified. 
 The robustness of this iterative approach is indicated by the rapid convergence of 
     versus iteration number shown in Figure 5.13a.  Figure 5.13b shows the relative 
change in      from one iteration to the next,      
      
         
 , reaching a self-
consistency better than 0.1% within 5 iterations for all of the cases tested.  The 
exponential convergence of our method is shown by the straight line the data makes in 
the log-linear plot of Figure 5.13b.  We note the mathematical similarity of this method to 
Shirley‟s background subtraction for X-Ray Photoelectron Spectroscopy,49 but point out 
that the physical interpretation of the subtraction in the two fields are completely 
different.  Finally, we point out that this technique represents a minimally arbitrary 
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method for background subtraction, where the only subjective input is the selection of a 
potential window for analysis. 
 
Figure 5.13 Convergence of QTot for the data shown in Figure 5.12. (a) Total Faradaic 
charge, linear scale.  (b) Relative change in Faradaic charge from one iteration to the 
next,      
      
         
 , on a log scale. 
5.4.4 Conversion of Charge Density to Adsorbate Coverage 
Charge densities can be converted into an adsorbate coverage by first calculating 
the number density of metal surface sites which in turn can derived from substrate 
structure.  For example, the {111} surface of a face-centered cubic (FCC) lattice has the 
primitive surface unit cell shown in Figure 5.14.  The area of this cell is 
                
  
 
    
(5.10) 
where A is the area and b is the lattice parameter of the primitive surface lattice as shown 
in Figure 5.14.  The lattice parameter of the conventional FCC lattice, a, and its primitive 
unit cell for the {111} surface, b, are related by 
   
 
  
  (5.11) 
Plugging (5.11) into (5.10) gives 
64 
 
   
  
 
    (5.12) 
Since primitive unit cells have, by definition, one atom per cell, the number 
density of surface sites is given by the inverse of (5.12),         .  If every surface site 
were to have an adsorbate, and if each adsorbate underwent an electrochemical reaction 
requiring n electrons per adsorbate, then the faradaic charge density would be 
   
  
 
  (5.13) 
For the specific case of {111} surfaces of FCC lattices, (5.13) is numerically equivalent 
to 
          
 
  
  (5.14) 
where q has units of µC/cm
2
, n is the number of electrons transferred per adsorbate, and a 
is the lattice parameter in Å.  Equations for the number density of surface sites and 
corresponding charge densities for a few common surfaces are given in Table 5.2. 
 
Figure 5.14 Primitive surface unit cell for {111} face of an FCC lattice. 
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Table 5.2 Equations relating surface structure to number density of surface sites and 
charge density of electrochemical reactions. 
Lattice Surface Number Density 
(#/cm
2
) 
Charge Density 
(µC/cm
2
) 
FCC {111} 23.094 x 10
15
 / a
2
 3,700.1 n/a
2
 
FCC {100} 20.000 x 10
15
 / a
2
 3,204.4 n/a
2
 
FCC {110} 14.142 x 10
15
 / a
2
 2,265.9 n/a
2
 
HCP {0001} 11.547 x 10
15
 / a
2
 1,850.1 n/a
2
 
Note: Lattice parameters, a, in Å. 
5.4.5 Justifying CO Oxidation Charge of Pt{111} 
After application of my background subtraction model to the CO oxidation on the 
Pt{111} results shown in Figure 5.7a, I calculate a faradaic charge density of 360 
µC/cm
2
, which corresponds to a CO saturation coverage of 0.75.  However, single crystal 
work on Pt(111) has shown that if CO is present in solution then 0.75 can be reached.
75
 
Otherwise, 0.67 is the saturation coverage.
75
  This would suggest my CO oxidation 
experiments were carried out in solutions saturated with CO.  However, as shown in 
section 5.3.4, no CO is present in the solution during CO oxidation.  The difference is 
that my samples are polycrystalline with a concomitant non-zero step-edge density.  The 
morphology of these Pt{111} samples, as measured by AFM and STM (Figure 5.3 and 
Figure 5.4), shows that the average grain has a step-edge every 2.0 nm.  Furthermore, as 
many authors have shown
86-88
 (including references 1-25 of the last reference) CO 
adsorption is different on step sites than on terrace sites.  Thus, we can expect the 
saturation coverage on Pt{111} to be different from a Pt(111) a single crystal. 
A great deal of vacuum work has been undertaken to investigate the difference 
between CO adsorption on terraces and on step-edges.  It is well-accepted that CO binds 
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more strongly to steps than to terraces and that at low coverages all of the CO is present 
at the steps.
86-88
  Luo et al.
86
 have looked at temperature programmed desorption (TPD) of 
CO from a Pt(533) single crystal.  (In step-edge notation Pt(533) becomes 
)]100()111(4[Pt(S)  .)  By peak fitting, Luo‟s group was able to quantitatively 
determine the coverage of CO on step-edge and terrace sites as a function of total 
coverage.  At saturation the coverage due to steps is 0.25 (Figure 3a of Luo et al.).  By 
noting that for their Pt(533) sample one-in-four sites is a step-edge this corresponds to 
1.00 step-edge site occupation. 
Using 0.67 coverage for terrace sites and 1.00 coverage of step-edge sites we can 
calculate an expected saturation coverage for the Pt{111} samples of this work.  One 
step-edge every 2.0 nm and a step width of 0.28 nm (the Pt-Pt distance) gives the 
Pt{111} surface 14% edge character and 86% terrace character.  This corresponds to a 
theoretical coverage of 0.72, which is close to the 0.75 value I report. 
Table 5.3 CO oxidation charge and saturation coverages on Pt{111}, Ru/Pt{111}, and 
Ru{0001}. 
Sample Raw Data  Background Corrected 
Charge 
µC/cm
2
 
Coverage 
(ML) 
 Charge 
µC/cm
2
 
Coverage 
(ML) 
Pt{111} 487 1.01  360 0.75 
Ru/Pt{111} 597 1.24  337 0.70 
Ru{0001} 846 1.67  397 0.78 
5.5 Background Corrected Surface Stress 
Using the same Faradaic/background deconvolution technique it is also possible to 
remove the background contributions to the surface stress signal.  By applying the same 
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coverage-linear relationship assumption for surface stress as was earlier applied to 
current density, we are able to extract the portion of the surface stress signal that is due 
only to CO oxidation.  This method for deconvoluting the CO oxidation surface stress  
( oxidCOf  ) from the electrocapillarity surface stress is given as 
                      
    
    
 (5.15) 
where     is the raw surface stress signal during CO oxidation,       is the 
electrocapillarity behavior of the sample before exposure to CO (Figure 5.5b), and      
and      have the same meanings as expressed in (5.6) and shown graphically in Figure 
5.15. 
Figure 5.15b displays     ,      , and          for the Ru{0001} electrode.  It 
is seen that the corrected surface stress signal (green curve), is due entirely to the CO 
oxidation process and that it follows the raw signal (black curve) until oxidation of CO 
begins, at which point it diverges from the raw signal in the tensile direction.  This 
correction clearly shows that even though the apparent surface stress change due to CO 
oxidation on Ru{0001} surfaces is compressive the actual surface stress change 
associated with CO oxidation is tensile.   
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Figure 5.15 Correcting CO oxidation surface stress on Ru{0001}.  (a) Faradaic CO 
oxidation charge. (b) Surface-stress during CO oxidation: raw CO oxidation surface 
stress (black), CO-free electrocapillarity (red), corrected CO oxidation surface stress 
(green). 
Figure 5.16a shows corrected surface stress data ( oxidCOf  ) for Pt{111}, 
Ru/Pt{111}, and Ru{0001}.  As mentioned earlier, Figure 5.10 shows that the raw 
surface stress signal during CO oxidation is tensile on Pt{111} and Ru/Pt{111}, but 
compressive on Ru{0001}.  However, after accounting for double-layer effects (Figure 
5.16a) the surface stress due to CO oxidation is tensile on all three electrodes (0.80, 0.84, 
and 0.63 N/m on Pt{111}, Ru/Pt{111} and Ru{0001}, respectively).  At potentials below 
550 mV, the Pt{111} and Ru/Pt{111} corrected surface stress signals are nearly identical, 
both having a small positive slope.  At potentials above 700 mV, CO oxidation begins on 
the Pt{111} electrode with the observation of a large monotonic tensile surface stress 
trend.  A similar feature is observed on the Ru/Pt{111} electrode, but at a significantly 
more negative potential of 550 mV, a direct observation of enhanced electrocatalysis.  
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Interestingly, the corrected Ru{0001} signal follows the Pt{111} and Ru/Pt{111} signals 
until 300 mV, at which point a small compressive surface stress sets in, reaching a 
minimum at 470 mV.   
Figure 5.16b is a parametric plot of CO oxidation surface stress against Faradaic 
CO oxidation charge.  Plotted against a charge axis, the surface stress at Pt{111} and 
Ru/Pt{111} electrodes behaves similarly with an immediate tensile trend associated with 
the removal of CO.  The surface stress change per CO molecule is similar on Pt{111} and 
Ru/Pt{111} (~1.3 eV/CO and ~0.6 eV/CO at 10 and 50 μC/cm2, respectively).  As was 
also seen in Figure 5.16a the Ru{0001} surface initially trends compressive, and turns 
tensile only after 8% of the CO oxidation charge is passed (0.10 eV/CO at 50 μC/cm2).  
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Figure 5.16. Corrected CO oxidation surface stress on Pt{111} (black), Ru/Pt{111} (red), 
and Ru{0001} (green). (a) Potential as abscissa. (b) Corrected Faradaic CO oxidation 
charge density as abscissa.  Dotted lines in (a) mark turn-on potentials taken from Figure 
5.8.  A, B, and C refer to Ru{0001}, Ru/Pt{111} and Pt{111}, respectively. 
 
5.6 Discussion 
The major result of this work is contained in Figure 5.16, as it points to the bi-
functional electrocatalysis of Ru/Pt{111} by illuminating the reaction pathway and rate 
limiting step on the three electrodes studied.  Gasteiger et al.
53
 have proposed a 
mechanism for the oxidation of adsorbed CO, which proceeds in two steps, 
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      (5.16) 
followed by 
                    
      (5.17) 
where COads and OHads denote adsorbed species. The bi-functional mechanism theory 
essentially states that reaction (5.16) is more favorable on Ru than on Pt, whereas the 
ligand effect theory states that reaction (5.17) is enhanced when Pt is in the vicinity of 
Ru.  Thus, any insight into which is the rate-limiting step and how Ru affects reaction 
rates of (5.16) and (5.17) would clarify which mechanism plays the dominant role in the 
enhanced catalysis of Ru/Pt{111}. 
The surface stress data from Figure 5.16 and reactions (5.16) and (5.17) provide a 
framework for the progression of CO oxidation.  From the compressive surface stress on 
the Ru{0001} surface in the potential range 285 mV to 470 mV it is clear that at these 
potentials the charge is dominated by the OH
−
 adsorption described by reaction (5.16).  
Thus, the compressive feature in the surface stress between 285 and 470 mV is due to 
OH
−
 adsorption occurring before CO oxidation (reaction (5.17)) occurs to any significant 
extent, a detail that is not able to be observed in voltammetry but is clearly elucidated in 
highly interface sensitive surface stress measurements.  This OH
−
 adsorption before CO 
oxidation behavior is likely the origin of the large activation regime observed on CO 
covered Ru{0001} surfaces (~200 mV) and the large Tafel slope in this regime.   
CO oxidation is easily defined by voltammetry on Pt{111} and Ru/Pt{111} with 
turn-on potentials of 700 and 550 mV, respectively.  Choosing a turn-on potential for 
Reaction (5.17) on Ru{0001} is complicated by the substantial hydroxide adsorption 
occurring before and during CO oxidation.  From the raw voltammetry a turn-on potential 
of 427 mV is determined.  However, as the compressive trend in the corrected surface 
stress shows (Figure 5.16a), reaction (5.17) is not proceeding to any significant extent at 
this potential.  Hence, it would be instructive to use the corrected surface stress as a guide 
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in the selection of a turn-on potential.  On Pt{111} and Ru/Pt{111} the slope of corrected 
surface stress versus potential at their turn-on potentials is nearly the same, with values of 
2.3 and 2.2 N/m-V respectively.  Taking a slope of 2.25 N/m-V as a criteria for the turn-
on potential of Reaction (5.17) on Ru{0001} gives a potential of 552 mV, 2 mV positive 
of the turn-on potential of Ru/Pt{111}. 
Unlike Ru{0001} where CO oxidation only begins after significant OH
−
 
adsorption, on Ru/Pt{111} CO oxidation proceeds immediately upon OH
−
 adsorption, 
resulting in a monotonic tensile surface stress trend.  Voltammetry shows that CO 
oxidation occurs at lower potentials and with less activation (i.e. lower Tafel slope) on 
Ru/Pt{111} than Ru{0001} and Pt{111}.  But only surface stress shows that CO 
oxidation begins on the Ru/Pt{111} and Ru{0001} electrodes at effectively the same 
potential (the apparent difference with voltammetry is 120 mV).  Hydroxide adsorption 
on Pt{111} surfaces begins at much higher potentials of 700 mV, and as for the case of 
Ru/Pt{111}, CO oxidation immediately follows OH
−
 adsorption.   
As evidenced by the lack of significant CO oxidation on Ru{0001} during early 
stages of OH
−
 adsorption, Reaction (5.17) is the rate limiting step on Ru{0001}.  On 
Ru/Pt{111} and Pt{111} there is no difference in potential between when OH
−
 adsorption 
and CO oxidation are observed, showing that on these surfaces reaction (5.16) is likely 
the rate-limiting step.  Independently, reaction (5.16) occurs at low potentials on 
Ru{0001} and Reaction (5.17) is fast on Pt{111}.  However, OH
−
 adsorption only occurs 
at high potentials at Pt{111} surfaces.  Thus, as measured by voltammetry (turn-on 
potentials and Tafel slopes) and surface stress (the potential at which a tensile surface 
stress characteristic of CO oxidation starts), the enhanced catalysis of Ru/Pt{111} is 
provided by the bi-functional nature of oxyphilic of the Ru atoms supplying  OHads to the 
CO-covered Pt atoms.   
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5.7 Summary of Electrocapillarity and CO Oxidation 
Voltammetry and electrocapillarity measurements were performed on Pt{111}, 
Ru/Pt{111} and Ru{0001} electrodes in 0.1 M HClO4 electrolytes, identifying the 
adsorption-induced surface stress of Hads and OHads.  A method for separating the active 
and background components of both current and surface stress was developed.  The 
application of this method to CO oxidation experiments gives the surface stress of CO 
oxidation and elucidates the catalysis enhancement mechanism of CO oxidation on 
Ru/Pt{111} surfaces as due to a bi-functional effect.  Bi-functional catalysis was shown 
by determining the rate-limiting step to be CO oxidation on Ru{0001} and OH
−
 
adsorption on Pt{111} and Ru/Pt{111}. 
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CHAPTER 6 SCIENTIFIC BACKGROUND ON LI INTERCALATION IN GRAPHITE 
6.1 Introduction to Li-ion Batteries 
6.1.1 Thermodynamics of Li intercalation Compounds 
A variety of materials have been used as cathodes (positive electrodes) and 
anodes (negative electrodes) in rechargeable Li-ion batteries, as summarized in Figure 
6.1.
89
  Interestingly, even though graphite has the lowest capacity of any anode shown in 
Figure 6.1, practically all commercially available Li-ion batteries use it as the anode 
because of its low cost and high cycle life.  Cathodes, on the other hand, all have a lower 
capacity than graphite (most cathodes have roughly half the specific capacity of 
graphite).  During the initial commercialization of Li-ion batteries in the early 1990s, 
LiCoO2 was extensively used as a cathode.  In recent years several other cathodes have 
made it into production, including LiNiO2, LiMn2O4, LiFePO4, and 
LiCo0.3Ni0.3Mn0.3O2.
89, 90
 
 
Figure 6.1 Li intercalation compounds: thermodynamics and energy density.  Reprinted 
with permission from J.M. Tarascon and M. Armand, Nature, 414, 359-367 (2001), 
Copyright 2001, Macmillan Publishers Ltd: Nature. Ref 
89
. 
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6.1.2  Lithium Intercalation in Carbon 
 Extensive research on the Li intercalation charge density of all types of carbon 
has been performed.  An excellent review was written by Dahn et al
91
 that gives the 
electrochemical characteristics of Li intercalation for a broad spectrum of carbonaceous 
materials.  Carbon-containing precursor materials are pyrolized at 500 to 3,000°C to 
isolate the carbon, remove impurities and anneal the carbon.  Carbons that graphitize and 
become fluid-like during the heating phase are called soft carbons.  Dwell time in this 
fluid-like phase allows for alignment of graphene planes and reduction of turbostratic 
disorder.  Non-graphitizable carbons come from precursors with significant cross-linking, 
and are called hard carbons.  The size of the aromatic graphene sheets increases with the 
temperature of heat treatment for both soft and hard carbons. 
Specific Li intercalation capacity for both hard and soft carbons is shown as a 
function of heat treatment temperature in Figure 6.2.
91
  While attempts have been made to 
commercialize the Li intercalation capcity of carbons from regions 1, 2, and 3, only 
synthetic graphite from region 1 has met with significant success.  Reasons limiting the 
successful commercialization of carbons from regions 2 and 3, which appear to be strong 
candidates due to their large capacities, will be treated below. 
 
Figure 6.2 Capacity of various carbons to intercalate Li as a function of heat treatment 
temperature.  Reprinted with permission from J. R. Dahn, Tao Zheng, Yinghu Liu, and J. 
S. Xue. Science, 270, 590-593 (1995).  Copyright 1995, AAAS.  Ref 
91
. 
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Figure 6.3 illustrates the Li intercalation behavior of synthetic graphite (region 
1), petroleum pitch (region 2), and resole resin (region 3).
91
  The large overpotential 
(~1V) required to extract Li from petroleum pitch (Figure 6.3b, region 2) and its poor 
cycle life (~12 cycles as a maximum) make it unusable in Li-ion batteries regardless of 
its initially large capacity (~1000 mAh/g).  Resole resin (Figure 6.3c, region 3) has a low 
overpotential for Li extraction (~0.2 V) and about 50% higher capacity than graphite, but 
only ~300 mAh/g of its capacity is in the low overpotential region, making it a less 
compelling choice.  Synthetic graphite (Figure 6.3a, region 1), heat treated at ~2800 °C 
for 2-3 weeks, has a practical capacity of ~350 mAh/g at low overpotentials (<0.3 V) 
with only minimal degradation over the course of hundreds of cycles. 
 
Figure 6.3 Electric potential of various carbons during galvanostatic intercalation of 
extraction of Li.  (A) Synthetic carbon (i.e. graphite), (B) Petroleum  pitch, (C) Resole 
resin.  Reprinted with permission from J. R. Dahn, Tao Zheng, Yinghu Liu, and J. S. 
Xue. Science, 270, 590-593 (1995).  Copyright 1995, AAAS.  Ref 
91
. 
6.1.3 Electrochemical Reduction of Li+ 
 Intercalation of Li into graphite is an electrochemical reduction process:  
 Li   6C e  LiC6 (6.1) 
77 
 
This reduction occurs over a range of potentials only slightly above the standard 
reduction potential of Li, typically 50-300 mV vs Li/Li
+
.  The reason for using a range 
rather than a single value to specify the reduction potential for Li
+
 going into graphite is 
due to staging phenomena as explained in section 6.2. 
6.1.4 Irreversible Charge and the Solid Electrolyte Interphase 
Joho and co-workers have shown the excellent cycle life of graphite as illustrated 
in Figure 6.4.
92
  After 200 cycles the capacity dropped by 7%.  They report a relatively 
high capacity, nearly reaching the theoretical limit of 372 mAh/g (LiC6).  The first cycle 
has an irreversible charge loss of 100 mAh/g (22%).  These irreversible charge losses of 
the first few cycles are almost entirely due to SEI formation, though other processes are 
present.
93
  After the SEI layer is fully formed charge efficiency is practically 100%. 
 
 
Figure 6.4 Cycle life of graphite (Timrex SFG 6) with 5% carbon black. DMC/EC + 1M 
LiClO4 as the electrolyte. Cycling rate was C/7 and the specific charge is based on the 
weight of graphite only.  Reprinted with permission from F. Joho, B. Rykart, R. Imhof, P. 
Novak, M.E. Spahr, and A. Monnier. J. Power Sources, 111, 243-247 (1999), copyright 
1999, Elsevier.  Ref 
92
.  
Lithium is very electrochemically active with a standard reduction potential of     
-3.04 V vs SHE.
94
  Very few pure substances remain stable at electric potentials this low.  
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None of the organic solvents or salts used in Li-ion batteries are thermodynamically 
stable at the potentials required for Li intercalation, and hence undergo reduction 
processes themselves.  Fortunately these reduction processes are self-limiting inasmuch 
as they form an electrically insulating passivation layer known as the solid-electrolyte 
interphase (SEI).  This SEI layer contains several reduction products from both the 
solvent and the salt anions, leaving a compound that is highly conductive for Li-ions.
95
  
The chemistry of the SEI layer is complex; with the majority of reaction products being 
lithium oxide (e.g. Li2O), lithium carbonate (e.g. Li2CO3), lithium halides (e.g. LiF or 
LiCl depending on the salt), and alkoxy species (e.g. LiCO2-R).
93, 96
 
Several models for the SEI have been proposed with atomic structures ranging 
from polycrystalline
97
 to polymeric
98
 and microstructures ranging from layered
99, 100
 with 
two
99
 or three-to-five
100
 layers.  More recently, Peled and co-workers have rejected the 
layer model of the SEI in favor of a “mosaic of microphases.”96, 101  The variety of SEI 
models together with the lack of agreement between experts as to its structure is a 
testament to both the complexity of the SEI for any one system as well as the large 
variety of chemistries used in Li-ion batteries.  For example, the composition and nature 
of the SEI depends on surface details of the anode (Li vs HOPG vs scores of different 
graphites), the organic solvent(s) being used (of which at least a dozen exist), and the 
anion of the Li salt (e.g. ClO4, PF6, BF4, AsF6, and several others).  Furthermore, as 
multiple groups have independently shown, even within a single chemistry (e.g. HOPG 
as anode, EC:DEC as solvent, and LiPF6 as salt) the composition, thickness and physical 
properties of the SEI depend on the orientation of the HOPG.
99, 102, 103
 For example, Peled 
has shown that SEI on the basal plane of HOPG has a thickness of ~7 nm, while at the 
edges of the graphene planes (a.k.a. cross-section) the SEI is about 35 nm thick.
93
  Thus, 
invesitigations of the SEI should have a well specified system with precise interpretations 
of their data. 
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 As Aurbach explains
95, 100
 the initial reduction of Li
+
 at graphite is a complex, 
dynamic process in which both Li
+
 and solvent molecules are being reduced.  If the 
solvent molecules are co-intercalated with Li before their reduction occurs, then the 
graphite structure is destroyed in a process known as exfoliation.  But if Li reduction 
occurs without significant co-intercalation, then the passivating SEI layer can form, 
rendering the graphite particle safe from further exfoliation.    One objective of this 
research is to determine the stress associated with forming the SEI layer, which as shown 
in section Error! Reference source not found. is tensile and about 40% the magnitude 
f intercalation stress (+1.5 MPa vs -3.7 MPa). 
6.2 Staging of Li in Graphite  
6.2.1 Stages are Phases 
When Li
+
 is electrochemically reduced at graphitic electrodes to Li, it is 
simultaneously inserted into the electrode.  As Li intercalates into the graphite, the Li-C 
system undergoes several phase changes.  In the literature of intercalation compounds, 
these phases are referred to as stages.  As shown below, the Li-C system undergoes 
dramatic changes in optical properties as the Li content increases. 
Figure 6.5 is a photograph of a graphite sample before exposure to Li.  The 
graphite is dark-gray in color.  Figure 6.6 is a photograph of a different sample after 
partial Li intercalation.  The sample was charged at -0.95 mA (C/5 rate) until it reached 
58 mV vs Li/Li
+ 
(Li0.41C6).  This partially intercalated graphite has taken on a reddish-
brown hue.  Figure 6.7 is a photograph of a sample after complete Li intercalation has 
occurred.  Graphite fully intercalated with Li has a golden-yellow hue. 
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Figure 6.5 Photograph of fresh sample showing graphite is gray in color. 
 
Figure 6.6 Photograph of partially intercalated graphite (Li0.41C6), reddish-brown in color.  
This sample (#37) was charged at -0.93 mA for 2.055 hr, reaching 58 mV vs Li/Li
+
. 
 
Figure 6.7 Photograph of fully intercalated graphite (LiC6), golden-yellow color. This 
sample (#45) was charged at -1 mA for 2.308 h, reaching 10 mV vs Li/Li
+
. 
6.2.2 Classical Staging model 
 As mentioned above, the intercalation of Li into graphite occurs in stages.  
Lithium atoms form interstitial sheets between the graphene sheets.  The number of 
graphene sheets between Li is referred to as its stage as shown schematically in Figure 
6.8.  Thus, a stage 3 compound would have three sheets of graphite between the Li, 
giving it a composition of LiC18.  In general, an n
th
 stage compound has a composition of 
LiC6n.
104
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Figure 6.8 Schematic diagram of lithium staging in graphite (classical model).
104 
6.2.3 Domain Staging Model 
The 1-D classical staging model of section 6.2.2 adequately describes the 
thermodynamics of intercalation compounds.  A discussion of kinetics, however, requires 
a more accurate representation of the system.  In 1969 Daumas and Herold proposed a 
domain model which accounts for the rapid transitions between stages.
105-107
 
As Funabiki et al. have shown
108
 while Li has an appreciable diffusivity parallel 
with the graphene planes (in-plane diffusion), its through-plane (c-axis) diffusivity is 
essentially negligible or non-existent.  Thus, according to the classical staging model, in 
order to transition from stage 3 to stage 2 every other plane of Li would have to be 
evacuated (resulting in stage 4) followed by re-intercalation of twice the quantity of Li 
that was removed.  However, the notion that in order to increase the Li concentration it 
must first decrease is inaccurate, especially when experimentally it can be shown that the 
Li content increases monotonically during reduction (see Chapter 6).  Furthermore, this 
process of full-scale evacuation and refilling of a 30µm graphite particle with Li would 
require more than two days (DLi in graphite ~ 10
-14 
m
2
/s according to ref 
109
); but 
electrochemically staging transitions have been observed to occur over the course of a 
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few minutes (see Chapter 6 and refs 
110, 111
).  Additionally, it has been shown that 
temperature or pressure induced stage transitions can occur without any intercalanting 
agent leaving the host which is not possible in the classical model but is easily explained 
by the domain model.
105, 107, 112-115
 
The Daumas and Herold domain staging model accounts for these rapid stage 
transitions by postulating that finite sized domains of Li exist within the graphite host 
structure, as illustrated schematically in Figure 6.9.  A transition between stages in the 
domain model requires only local diffusion of Li from one domain to another.  
Transmission electron microscopy (TEM) has imaged these domains with a typical size 
of 10 nm in lateral extent.
116-118
  If stage transitions were diffusion limited, then a 10 nm 
domain could complete the transition in only 0.01 seconds, suggesting that solid-state Li 
diffusion is not the rate limiting step. 
 
Figure 6.9 Domain staging model of Daumas and Herold.  Left: classical model. Right: 
proposed domain model.  The distances listed (in Angstroms) are for the graphite – 
potassium system.  Reprinted with permission from N. Daumas and A. Herold, Comptes 
Rendus Acad. Sc. C, 268, 373-375 (1969), Copyright 1969, Elsevier.  Ref  
105
. 
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6.2.4 X-ray Diffraction of Staging 
Each stage has a well-defined structure, and the junction between two stages has 
a well-defined potential.  Ohzuku et al. have measured both the free expansion and 
electric potential during staging of Li in graphite.
110
  Using x-ray diffraction (XRD) they 
were able to accurately determine the c-axis expansion for five distinct stages ranging 
from 1.5% strain for stage 8 up to 10.7% strain for stage 1 (see Figure 6.10).  In-plane 
strains were much smaller and only reported for stage 1 as 1.2%. 
The staging phenomenon is difficult to see in a typical battery plot of potential 
versus charge because the stages are nearly featureless shoulders (see Figure 6.11a).  
However, by taking the derivative of charge with respect to potential and plotting this 
derivative against potential, the staging phenomenon becomes apparent, making 
determination of  staging potentials a simple task (see Figure 6.11b).  This replotting of 
chronopotentiometry data is called differential chronopotentiometry (DCP) by Ohzuku et 
al.  A DCP plot looks strikingly similar to cyclic voltammetry (CV); both allowing for 
identification of the potential at which an electrochemical reaction occurs through peak 
identification.  But whereas a CV allows for further interpretation regarding, for example 
whether a species is adsorbed or in solution, a DCP offers no such additional information.  
Note that the y-axis of a DCP plot (dQ/dE) has units of charge / potential which is the 
same as current / scan rate.  Thus, a DCP plot would appear very similar to a CV in 
which the current was normalized by scan rate.  Interestingly, dQ/dE could also be 
interpreted as an instantaneous capacitance as the units are actually Farads, but no one in 
the battery community does this. 
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Figure 6.10 Graphite expansion during Li intercalation as measured by XRD.  
Reproduced by permission of ECS – The Electrochemical Society from T. Ohzuku, Y. 
Iwakoshi, and K. Sawai. J. Electrochem. Soc., 140, 2490-2498 (1993).  Ref 
110
. 
 
Figure 6.11 Intercalation of Li in natural graphite. (a) Charge and discharge at 
0.17mA/cm
2
 in 1 M LiClO4 EC/DME at 30°C. (b) Differential chronopotentiogram of 
(a).  Reproduced by permission of ECS – The Electrochemical Society from T. Ohzuku, 
Y. Iwakoshi, and K. Sawai. J. Electrochem. Soc., 140, 2490-2498 (1993).  Copyright 
1993, The Electrochemical Society.  Ref 
110
. 
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6.2.5 Strain during Li Intercalation 
 In 2006 Koyama et al. published an excellent paper
109
 reporting the Li 
intercalation induced strain of eight common Li-ion anodes and cathodes.  Interestingly, 
all of the anodes expand during Li intercalation, whereas all but one of the cathodes 
(LiCoO2) shrink during Li intercalation.  In addition to these stress-free cases Koyama‟s 
group also interrogated the actuation capability of highly oriented pyrolytic graphite 
(HOPG), measuring strains up to 6.7% during Li intercalation with pre-applied loads 
ranging from 10 to 200 MPa.  One would expect a larger strain for fully intercalated 
HOPG (close to the 10.7% load-free strain reported by Ohzuku et al.), but Koyama et al. 
reported that the maximum intercalation they achieved with HOPG was Li0.546C6, giving 
validity to the small strain (5.7% c-axis strain is expected for this composition).  
Interestingly, the strain decreases from 6.7% to ~5.5% after holding at open circuit for 
several hours.  Koyama et al. point out that this decreasing strain suggests a non-
homogeneous distribution of Li in HOPG.  Lithium diffusivity is 2-D and quite slow in 
HOPG.  Based on the diffusivity of 10
-14 
m
2
/s reported by Koyama et al. and their sample 
geometry (350 µm), a simple       calculation shows that it should take more than 
100 days for the HOPG to fully intercalate, giving validity to their conclusion of a non-
homogeneous Li distribution. 
 As an aside, Koyama et al. also made reference to the incomplete Li intercalation 
of their electrodes.  They start by noting that the strain energy (648 J/kg) associated with 
these expansions under loads as large as 200 MPa seems large, especially when compared 
to the energy density of piezoelectrics such as lead-zirconium-titanate (PZT) (~14 J/kg).  
They then state in a footnote that “applied stress must thermodynamically influence the 
equilibrium intercalation potential, and at high enough levels may affect the reversible 
ion-storage capacity as well,”109 suggesting that their incomplete Li intercalation is a 
thermodynamic, not a kinetic, problem.  However, a simple calculation shows that the 
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electrochemical energy density of Li in graphite dwarfs the mechanical actuation energy 
density.  Electrochemical energy is the mathematical product of charge and overvoltage.  
The electrochemical energy of storing 300 mAh/g of Li in graphite at 0.1 V overpotential 
is 108,000 J/kg; whereas the elastic energy density of 0.7% strain at 200 MPa (the stress-
strain state they report) is only 648 J/kg, more than two orders of magnitude smaller.  
This is a clear indication that, thermodynamically speaking, more Li should have the 
ability to intercalate giving rise to larger strains. 
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CHAPTER 7 LITHIUM INTERCALATION: EXPERIMENTAL DETAILS AND 
PRELIMINARY DATA 
7.1 Experimental Details 
7.1.1 Sample Synthesis 
 Sample synthesis is a multi-step process that takes more than a day to complete.  
Figure 7.1 is a schematic of the sample synthesis process.  Microscope slides (3” x 1” x 1 
mm) of soda lime glass (VWR International) are fractured to give the appropriate 
dimensions (2.3” x 0.5” x 1 mm) and cleaned.  The slides are then introduced into an 
ultra-high vacuum system for sputter deposition of a patterned film of 2 nm of Cr (acting 
as an adhesion layer) and 100 nm of Pt (an inert metal that does not corrode during 
growth of Cu dendrites). 
Cu dendrites are electrodeposited to improve adhesion of the graphite film which 
is later added.  Note that delamination, caused by large film stresses and insufficient film-
substrate adhesion, is a catastrophic experimental problem in that it significantly reduces 
the measured stress.  Electrodeposited Cu dendrites have solved this problem.  The Cu 
dendrites are deposited from a solution of 0.5 M H2SO4 + 0.125 M CuSO4.  
Electrodeposition of Cu occurs in two steps.  In the first step, a base Cu layer is grown to 
increase the electrical conductivity of the entire film.  Reduction currents of 3.5 and 10 
mA/cm
2
 are applied for 30 seconds each.  In the second step the sample is lifted partially 
out of the solution so that Cu dendrites are only grown on the active component of the 
working electrode.  Two reduction currents of 10 and 100 mA/cm
2
 are applied for 30 and 
12 seconds respectively. 
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Figure 7.1 Flow chart of sample synthesis. 
 Two formulations of the graphitic slurry are used in this work and are referred to 
as 90-10-0 and 80-10-10 in reference to their weight percents of graphite, polyvinylidene 
fluoride (PVDF), and carbon black after solvent evaporation, respectively, as shown in 
Table 7.1 and Table 7.2.  The 90-10-0 recipe is based on the formulation given by Levi 
and Aurbach.
119
  The 80-10-10 recipe is essentially a modification to the original recipe, 
adding 10 wt% carbon black in accordance with the report from Fransson et al. that doing 
so would increase the cycle life.
120
  In addition to these solid phase components, each 
recipe also includes 65-71 vol% of the organic solvent 1-methyl-2-pyrrolidinone (NMP), 
which is later removed through evaporation.  Interestingly, after evaporation of the NMP 
the graphitic films have large void spaces of 62-71 vol%, strikingly similar to the original 
NMP content.  The NMP is from Alfa Aesar with a purity of 99.5%.  The graphite and 
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carbon black are from Timcal with trade names of Timrex SLP30 (for Li-ion anodes) and 
Super P Li (for Li-ion electrodes).  The PVDF is Arkema‟s Kynar HSV 900, formulated 
for battery applications. 
Table 7.1 Composition of the 90-10-0 graphitic slurry. 
Material Mass (g) Volume (ml) Volume (%) 
NMP 24.8 24.0 65.0 
Graphite 5.4 11.8 32.1 
PVDF 0.6 1.1 2.9 
Carbon Black
 
0.0 0.0 0.0 
Notes: After evaporation of NMP 69.5 ± 1.0 % of the volume 
is void space, and the remaining film is 90 wt% graphite and 
10 wt% PVDF. 
Table 7.2 Composition of the 80-10-10 graphitic slurry 
Material Mass (g) Volume (ml) Volume (%) 
NMP 26.9 26.0 71.0 
Graphite 4.0 8.8 24.0 
PVDF 0.5 0.9 2.4 
Carbon Black 0.5 1.0 2.6 
Notes: After evaporation of NMP 65.5 ± 3.2 % of the volume 
is void space, and the remaining film is 80 wt% graphite, 10 
wt% PVDF, and 10 wt% carbon black. 
 
 The slide is next dipped into a graphite slurry, which is preheated and stirred to 
ensure a homogeneous mixture, and then placed under a heat lamp for 45 minutes at 60-
65°C to evaporate the NMP.  See Figure 7.2 for an example of the resulting film.  Extra 
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graphite is then removed.  Mass and thickness measurements are made before and after 
addition of the graphite to enable calculation of film thickness, density, and void space.   
As explained in section 2.4 a wound copper wire is attached to the capacitive 
sense electrode (CapE) to give an electrical connection without affecting the stress 
measurements.  The copper wire is 0.1 mm in diameter and is wound 5 or 6 times around 
a rod 0.2 inches in diameter making a nice helical spring.  The spring is electrically 
connected to the CapE with silver paint and then mechanically adhered with epoxy.  An 
image of a final sample is shown in Figure 7.3. 
 
Figure 7.2 Image of a typical graphitic film immediately after NMP evaporation. 
 
Figure 7.3 Image of sample #32 after complete sample synthesis and before exposure to 
electrolyte. 
7.1.2 Electrolyte Composition 
 The electrolyte used is a solution of ethylene carbonate (EC) and dimethyl 
carbonate (DMC) in a 1:1 ratio by weight (Alfa Aesar, 99%, chemical structure shown in 
Figure 7.4), followed by addition of 1 M Li salt.  Two different Li salts were used in this 
work: LiClO4 (Sigma Aldrich, 99.99%) and LiPF6 (Advanced Research Chemicals, 
battery grade).  Water is an insidious impurity that prevents rapid formation of the SEI 
layer (and can result in HF formation when LiPF6 is used).  All solutions with water 
content greater than 100 ppm are dried by bubbling with dry Ar overnight.  Density 
measurements before and after Ar bubbling has shown that 3 g of DMC evaporate for 
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every 1 g of EC, enabling refilling of the solution to retain the nominal composition.  
Interestingly, these density measurements have shown that EC/DMC has a 5% positive 
volume of mixing, and that addition 1M LiClO4 reduces the volume by 3%, giving 
LiClO4 a negative molar volume in EC/DMC.  All experiments were performed in a dry 
Ar glovebox (Ar purity: 99.995% <5ppm O2, <5ppm H2O). 
 
Figure 7.4 Chemical structure of (a) ethylene carbonate (EC), and (b) dimethyl carbonate 
(DMC). 
7.2 Stress Generation 
7.2.1 Graphite expands upon intercalation 
As explained in sections 6.2.4 and 6.2.5, graphite expands during intercalation of 
Li.  Full intercalation of Li in graphite results in a composition of LiC6 and a free strain 
of +10.1% along the c-axis and +1.2% in the basal plane.  By physically constraining the 
graphite particles large stresses can develop.  For example, if one could prevent HOPG 
from expanding during Li intercalation, then based on its in-plane modulus of 1 TPa, it 
would produce a stress of 10 GPa!  However, as I will show in section 7.2.3, the 
arrangement of graphite particles in commercial Li-ion batteries is such that much 
smaller stresses develop, of order 5 MPa. 
7.2.2 Preferential Orientation of Graphite 
 The graphite used in this work is a synthetic carbon, Timrex SLP30.  The 
moniker “potato shape” is given by Timcal to its line of Timrex SLP graphite for its non-
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spheroidal shape as shown in Figure 7.5.  Potato shape graphite has been shown to have 
commercially viable Li-intercalation properties.
121
 
 
Figure 7.5 SEM images of graphite (Timrex SLP 30). Left: Numerous graphite particles 
shown with a high degree of preferential orientation.  Right: close-up of one particle 
having dimensions 35 x 20 µm. 
Accurate determination of graphite particle orientation is important due to the 
high anisotropy of both the mechanical properties of graphite and its strain upon 
lithiation.  Powder XRD measurements (Figure 7.6) have shown an 88% preferential 
orientation of SLP30 graphite to align its basal planes with the substrate.  As a result of 
this preferential orientation, the large 10.7% c-axis strain is oriented out of the plane of 
the substrate with only the small 1.2% strain parallel with the substrate.  (Recall that the 
stress measurements in this work measure in-plane stress only.)  The SEM images of the 
potato shaped Timrex SLP illustrates the packing arrangement-induced preferential 
orientation.    
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Figure 7.6 X-ray diffraction of Timrex SLP30 graphite.  Cu K-alpha x-rays.  Graphite 
planes indexed to 00-056-0159 from the International Centre for Diffraction Data.  
Relative peak intensities gave (002) planes an 88% preferential orientation. 
7.2.3 Mechanical Properties of Graphite, PVDF, and Carbon Black 
The mechanical properties of graphite are well known.  Reynolds has given the 
full stiffness and compliance tensors as shown in Table 7.3.
122
  Note that graphite has 
hexagonal symmetry, which according to Nye
123
 gives s66 = 2 (s11-s12) and several other 
symmetry relations as seen in Figure 7.7.  From the compliance data in Table 7.3 and the 
tensor relations given by Nye we can calculate the c-axis modulus as Ec-axis = 1/s33 = 36.4 
GPa, the in-plane modulus as Ein-plane = 1/s11 = 1020 GPa, the in-plane biaxial modulus as 
Min-plane = 1/(s11+s12) = 1220 GPa, and the effective Poisson‟s ratio for an in-plane biaxial 
strain as ν = 1 – Ein-plane / Min-plane = 0.164.  The supplier of SLP-30 graphite used in this 
work gives its density as 2.08 – 2.30 g/cm3. 
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Table 7.3 Mechanical properties of graphite in tensor form. 
Stiffness (GPa) Compliance (TPa
-1
) 
c11 1060 ± 20 s11     0.98 ± 0.03 
c12   180 ± 20 s12    -0.16 ± 0.06 
c13     15 ± 5.0 s13    -0.33 ± 0.08 
c33     36.5 ± 1.0 s33   27.5 ± 1.0 
c44   0.18 – 0.35 s44 240 
 
 
Figure 7.7 Hexagonal symmetry relations according to Nye.
123
 
 Arkema gives the mechanical properties of their PVDF membranes including the 
Kynar HSV line of products.
124
  They report the tensile modulus as 1.38 – 2.31 GPa, and 
the flexural modulus as 1.65 – 2.31 GPa.  Note that for an isotropic solid these moduli 
should be equivalent.  I have taken the average of the tensile modulus (1.84 GPa) for the 
elastic modulus of PVDF.  The reported density is 1.77 – 1.79 g/cm3.  As Ferry reports,125 
most polymers have a Poisson‟s ratio of 0.5, due to their bulk modulus being much larger 
than their shear modulus.  PVDF fits this criterion, giving it a Poisson‟s ratio of 0.5. 
 The mechanical properties of carbon black were more difficult to ascertain.  
Typically those interested in using carbon black are not seeking to benefit from its 
mechanical properties, and as such the manufacturer doesn‟t supply this information.  
95 
 
However, a literature review did yield some results, since we know that the carbon in 
carbon black is mostly tetrahedrally bonded (diamond-like) but without long-range order 
(essentially amorphous).  Schultrich et al. give the modulus of amorphous carbon films as 
<100 – 500 GPa.126  In another paper they give the modulus of diamond-like carbon-films 
as 100 – 400 GPa.127  I have used an average of these results (250 GPa) as an estimate for 
the modulus of carbon black.  Density estimates of carbon black range from 1.8 to 2.0 
g/cm
3
. 
7.2.4 Estimating the Stress of Li Intercalation 
In my comprehensive exam I erroneously reported that the expected stress 
associated with Li intercalation is 
          (7.1) 
where the subscripts c and g refer to the graphitic composite as a whole and the graphite 
component, respectively, and   , E, and   refer to the expected stress, the Young‟s 
modulus of the composite, and the virtual (or free) strain of a graphite particle due to 
complete Li intercalation.  Equation (7.1) estimates intercalation stresses to be ~30 MPa, 
roughly an order of magnitude larger than measured. 
However, (7.1) misrepresents the truth in two ways.  First, it fails to account for 
the biaxial strain state.  Second, the virtual strain should be that of the composite as a 
whole, not of graphite.  Interestingly, the stresses I reported in my comprehensive exam 
where too low by a factor of roughly two due to some experimental problems that will be 
covered in section 7.2.6. 
For an isotropic solid the biaxial modulus, M, is related to the elastic modulus, E, 
and the Poisson‟s ratio, ν, as follows. 
   
 
   
 (7.2) 
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As covered in section 7.2.5, the elastic modulus of these graphitic films is fairly well 
known.  A volume-fraction weighted average of the Poisson ratios of the various 
components gives the composite a Poisson‟s ratio of 0.20 0.05.  Thus, this first 
correction term to the expected intercalation stress increases the discrepancy between 
expected and measured stress by ~20%. 
The second error in (7.1) is the strain.  The strain should be the virtual strain of the 
entire composite due to Li intercalation of the graphite, not the free strain of an individual 
graphite particle as measured by XRD.  By virtual strain, I refer to the amount of strain 
that would occur if the film were not adhered to the substrate.  According to the constant 
stress assumption of the rule of mixtures, covered in section 7.2.5.1, strains of various 
components of a composite are linearly additive, weighted by their volume fraction.  
Thus, 
         (7.3) 
where    is the volume fraction of graphite.  The volume fraction of graphite can be 
further broken down into its nominal value in the absence of void space,   
  (88%), which 
is essentially constant from sample to sample, and a term that accounts for void space, 
      (~70%), a measured quantity which varies from sample to sample.   
 
     
            (7.4) 
Due to the large void volume faction of most samples, this second correction significantly 
decreases the discrepancy between measured and expected stress. 
Accounting for these two corrections to (7.1) related to modulus and strain gives 
         
  
    
   
             (7.5) 
From equation (7.9) an expected stress of 9.9 MPa is calculated, which is a factor of 2.7 
larger than the typical intercalation stress I measure of 3.7 MPa. 
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7.2.5 Elastic Modulus of a Graphitic Composite 
The stress estimates given above relied on the knowledge of an unspecified 
elastic modulus of the graphitic composite.  In this section the elastic modulus of the 
graphitic films will be theoretically estimated and experimentally measured.  Both 
treatments are vital for a complete understanding of the stress results and are given in the 
following sections. 
7.2.5.1 Modulus Estimate by the Rule of Mixtures 
 The elastic modulus of composites can be estimated according to the rule of 
mixtures.  A short review of this rule follows. 
Two distinct formulations for rule of mixtures modulus calculations exist.  The 
difference between the two approaches reflects assumptions regarding how the 
components of the composite interact mechanically.  Does inter-component adhesion 
give rise to the individual components being under a state of equal strain or equal stress?  
For high aspect ratio uniaxially fiber-reinforced composites the typical treatment is that 
longitudinal loading gives equal strain and transverse loading gives equal stress.  For the 
case of equal strain, the composite modulus is simply a weighted average of the 
components‟ moduli with the volume fraction serving as the weighting function, as 
shown in (7.6).
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(7.6) 
where    is the elastic modulus of the composite,    and    are the elastic modulus and 
volume fraction of the     component, and   is the number of components.  The equal 
stress case produces a smaller modulus estimate inasmuch as they add up “inversely,” 
similar to the way that total resistance adds with resistors in parallel, as shown in (7.7).
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 (7.7) 
 Based on the packing arrangement of Timrex SLP30 seen in Figure 7.5 it seems 
appropriate to treat all load bearing components of the film (graphite, carbon black, and 
PVDF) according to the equal stress case and non-load bearing components (void space) 
according to the equal strain case.  Physical and mechanical properties of these 
components were treated in section 7.2.3 and are summarized in Table 7.4.  Volume 
fractions of the various components can be calculated from their weight percents and 
known densities. 
Table 7.4 Elastic modulus and density of components of the graphitic films.
a 
Material 
Elastic Modulus 
(GPa) 
 Density  
(g/cm
3
) 
Value Error  Value Error 
Graphite 
b
 1020 30  2.19 0.11 
PVDF
 
1.84 0.47  1.78 0.01 
Carbon Black 250 150  1.90 0.10 
Void Space 0 0  0 0 
Notes:  
a
 References as given in section 7.2.3.  
b 
Modulus 
given is the in-plane modulus, the c-axis modulus is 36 
GPa. 
Rule-of-mixtures estimates for the elastic modulus of the 90-10-0 and 80-10-10 
formulations are 4.6 ± 0.2 GPa and 4.7 ± 0.5 GPa, respectively.  The uncertainty in these 
estimates is based on the variability of void space fraction given in Table 7.1 and Table 
7.2.  Thus, according to (7.9) we expect to generate a compressive intercalation stress of 
18.6 and 16.4 MPa for the 90-10-0 and 80-10-10 graphitic films, respectively.  However, 
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as we shall see, these modulus estimates give stresses that are too large, suggesting the 
need for an experimental measurement of modulus. 
7.2.5.2 Modulus Measurement from Shift in Resonant Frequency  
As explained in section 7.2.5.1, rule-of-mixture estimates for the elastic modulus 
of graphitic films used in this work are 4.6 – 4.7 GPa.  However, these moduli predict 
intercalation stresses a factor of five larger than are actually measured, prompting a direct 
measure of the modulus of these graphitic films. 
Conventionally, the elastic modulus of thin films is measured with a nanoindenter.  
The nanoindenter‟s tip makes an indentation in the film, and the slope of the 
corresponding force-displacement curve is used to calculate the modulus.  However, this 
technique gives the out-of-plane modulus, whereas the in-plane modulus is what is 
necessary for this work.  I needed to use a technique which would expose the graphitic 
film to an in-plane stress and calculate the corresponding in-plane modulus.  Resonant 
frequency measurements meet this constraint. 
The same equipment I use to measure in-situ stress can easily be used to measure 
the natural resonant frequency of my samples.  The general idea was to measure the 
resonant frequency of several samples before and after addition of the graphitic film.  The 
shift in resonant frequency upon addition of the film would enable a direct calculation of 
its elastic modulus. 
The fundamental frequency (i.e. first harmonic) of a cantilever (i.e. boundary 
conditions are zero displacement and zero slope at the fixed end, and zero moment and 
zero shear force at the free end) is given by
129
 
   
      
  
 
 
  
 
(7.8) 
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where f is the frequency and L, S, ρ, and A are the cantilever‟s length, stiffness, density, 
and cross-sectional area respectively.  For a simple, homogeneous beam, its stiffness is 
given by
16, 129
 
      (7.9) 
where E is the elastic or Young‟s modulus and I is the area moment of inertia.  Formulas 
for the area moment of inertia have been tabulated.
16
  For rectangular beams, 
   
   
  
 
(7.10) 
where w is the width and t is the thickness of the beam.  Combining equations (7.8), 
(7.9), and (7.10) gives 
   
      
  
 
   
 
 (7.11) 
The stiffness of composite beams, however, cannot be separated as in (7.9), and 
requires a more involved calculation.  The stiffness of a laminated beam with multiple 
materials of arbitrary thickness and modulus can be calculated as
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 (7.12) 
Where ci is the distance from the centroid of the i
th
 component (yi) to the overall centroid, 
 , as130 
           (7.13) 
For rectangular cross-sections, as in this work, the component‟s centroid is half its 
thickness and the overall centroid is given by
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 (7.14) 
 Note that the first term of (7.12) is simply the stiffness of each component, and 
the second term is a stiffness analogue of the parallel axis theorem
16
 (which is used to 
calculate the area moment of inertia which has a centroid parallel to, but not coinciding 
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with, the axis of rotation).  I have independently assured the accuracy of (7.12) - (7.14) 
by deriving a formula for the overall stiffness through an energy minimization approach.  
Both the energy minimization and the simpler math shown here give identical values of 
stiffness. 
  The resonant frequency was measured by placing a sample (i.e. a thin microscope 
cover slide) in the electrochemical cell without addition of any electrolyte.  The thermal 
noise associated with the beam being in air at room temperature resulted in root-mean-
square deflections of order 10 nm which is easily monitored with the capacitive-based 
deflection sensor used normally to monitor in-situ stress evolution during electrochemical 
processes.  The first 200 ms of a typical displacement vs. time plot is shown in Figure 
7.8.  A Fourier transform of the displacement-time data allowed for identification of the 
resonant frequency.  (Note that a Hann window was used to reduce side-lobe artifacts 
associated with using a non-infinite data set.)  Occasionally the beam‟s resonant 
frequency was too close to the 60 Hz power line frequency to allow for objective 
determination of the resonant frequency.  In these cases the data was not used. 
 
Figure 7.8 Thermally induced deflections of sample 41b before adding the graphite film. 
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Figure 7.9 Fourier transform of deflection data (Figure 7.8) gives a resonant frequency of 
67.0 Hz.  The strong peak at 60 Hz is from the power line, with a smaller artifact at 30 
Hz. 
 One of the first things I noted with these frequency measurements was that the 
resonant frequencies were 25-30% lower than I had been expecting.  After discussing the 
matter with Prof. Friesen we concluded that the down-shift in frequency is due to 
Teflon‟s inherently large compliance.  Thus, the zero-slope boundary condition at the 
fixed end of the cantilever was an inaccurate assumption.  Rather than trying to model the 
effects of a glass slide clamped in place by a compliant medium (Teflon), I modified 
(7.8) as follows 
   
      
      
 
 
  
 
(7.15) 
where l is an effective extra length associated with Teflon‟s non-negligible compliance.  
An effective extra length of 4.7 mm (nominal length was 40 mm) resulted in agreement 
between expected and measured frequencies. 
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 After addition of the graphitic film, I measured an up-shift of the resonant 
frequency for every sample.  This sign of the frequency shift is important to note because 
if the graphitic film were dead weight (i.e. zero modulus or poor adhesion to the glass), 
the frequency would have down-shifted.  Sample 41b had an up-shift in resonant 
frequency from 67.0 to 68.9 Hz, an increase of 1.9 Hz.  This up-shift of 1.9 Hz 
corresponds to a 5.8% increase in the beam‟s total stiffness and an elastic modulus of 2.3 
± 0.5 GPa for the graphitic film, which is a factor of two smaller than the rule of mixtures 
estimate for the 90-10-0 formulation of 4.6 GPa. 
At this point it is important to use the elastic modulus of sample 41b to estimate 
moduli for the other samples.  Note that sample 41b was a 90-10-0 formulation and had 
71.1 vol% of void space.  One simple way of accounting for the two-fold reduction in 
modulus from the rule-of-mixtures estimated value is as follows. 
                (7.16) 
where    is the what the composite‟s elastic modulus would be if no voids were present.  
Application of (7.16) to sample 41b gives   = 8.05 GPa.  This value of    in conjunction 
with (7.16) is the method I have used to estimate the moduli for all of my graphitic films. 
7.2.6 Experimental Problems 
While many experimental problems have been overcome through the course of 
this work, two in particular stand out as they resulted in reporting of erroneously low 
values for intercalation stress.  First, the voltage output of the stress monitor is ±10 V, but 
the auxiliary channel on the potentiostats made by Gamry and used in this work only 
accept ± 3.2 V.  Thus, a voltage divider was used to give the potentiostat‟s auxiliary 
channel an effective range of ±10 V.  Based on the resistors used the voltage divider 
should have been dividing by a factor of 3.2.  This was accepted without experimental 
measure for quite some time.  A measure of the division factor showed it was actually 
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4.5; an error of 41%.  Thus, the measured stresses were 41% larger than previously 
thought. 
The second significant experimental problem also involved the potentiostats.  
Experiments were set to run indefinitely with well-defined voltage limits acting as 
termination points for the experiments.  However, for some strange reason that neither I 
nor Gamry‟s customer service department could figure out, the potentiostat would not 
always stop at the specified upper voltage limit.  This failure of the potentiostat to 
perform as expected ruined dozens of experiments and significantly delayed my ability to 
perform multiple cycle experiments.  Thus, preliminary data reported intercalation 
stresses from the first cycle only.  More recent experiments have shown that the stress of 
SEI formation is tensile (i.e. opposite of intercalation stress), and that once the SEI 
formation is complete the apparent intercalation stress stabilizes at a value ~50% higher 
than that measured during the first cycle. 
The combined effect of these experimental difficulties meant that in my 
comprehensive exam I reported intercalation stresses a roughly roughly half as large as 
what I now know they are. 
7.3 Preliminary Data: Staging Observed in Potential and Stress 
 Figure 7.10a shows the first cycle of a graphite electrode.  Note that in 
accordance with battery anodes in literature, the sign of charge has been reversed to give 
positive charge for reductive currents.  The reduction charge was 440 mAh/g and the 
oxidation charge was 280 mAh/g, giving 36% irreversible charge loss on the first cycle 
due to SEI formation, which is a bit high (20% is typical).
92
  Figure 7.10a makes it 
apparent that most of the Li intercalation and extraction occurs at potentials below 0.25 
V.  The details associated with Li intercalation are difficult to pick out, but reduction 
shoulders do exist at 0.20 V, 0.11 V, and 0.08 V, with corresponding shoulders during 
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oxidation.  These indistinct shoulders become vivid peaks by plotting the data as a 
differential chronopotentiogram (DCP), shown in Figure 7.10b.  Refer to section 6.2.4 for 
an explanation of DCPs.  It should be noted that the y-axis of a DCP has the same units as 
current divided by scan rate.  The peaks in Figure 7.10b correspond very well to reported 
staging potentials for Li in graphite.
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Figure 7.10  Constant current reduction and oxidation of graphite (80 wt% graphite, 10 
wt% PVDF, 10 wt% carbon black) in EC/DMC/1M LiClO4.  Cycle rate C/11.  Charge 
normalized by graphite mass only.  (a) chronopotentiogram, (b) differential potentiogram. 
 In addition to measuring the electric potential during Li cycling, the stress was 
also measured (as shown in Figure 7.11a).  As expected, Li intercalation produces a 
compressive stress, that is, the intercalation-induced expansion of graphite is restricted, 
generating compressive stresses in the film.  Figure 7.11a shows a roughly linear stress-
charge relationship.  By plotting the stress in a different manner, similar to the DCP of 
Figure 7.10b, we are able to see that the Li staging phenomena is visible in the stress 
signal.  The potentials at which staging occurs, as measured by both stress and charge, are 
identical for both the intercalation and extraction of Li.  Additionally, during intercalation 
the relative peak heights are roughly the same, but during Li extraction the relative peak 
heights differ significantly.  The differences in peak height during Li extraction is due 
mainly to a Li homogenization process treated in section 8.3. 
a b 
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Figure 7.11  Stress during constant current Li cycling of graphite. Same experiment at 
Figure 6.15. (a) Plot of stress vs charge. (b) plot of stress derivative (dσ/dE vs potential) 
together with the differential potentiogram of Figure 7.10b. 
7.4 Stress Evolution during Li Extraction 
7.4.1 The Case for Viscous Flow 
As explained in section 7.2.4, in my comprehensive exam I erroneously reported a 
discrepancy between expected and measured intercalation stress of more than an order of 
magnitude.  This large discrepancy between measured and expected stress prompted a 
search for possible stress relaxation mechanisms.  The most obvious possibility is that the 
polymeric binder, PVDF, could undergo viscous flow simultaneously with the Li 
intercalation induced stress.  Then, as the current reverses and the Li is being extracted 
rather than inserted, the viscous flow would continue inasmuch as the net stress is still far 
from zero.  As stress is relaxed by viscous flow and Li extraction, the driving force for 
viscous flow decreases to a value below some threshold needed to induce flow, and 
viscous flow stops.  In this way, viscous flow could explain both the discrepancy in 
expected and measured stress as well as the non-linear stress profile during the onset of 
Li extraction.  However, as we shall see in the next section, this is not the only, nor the 
most plausible, explanation. 
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7.4.2 The Case for Li Homogenization 
The case for Li homogenization as a mechanism to explain the discrepancy in 
intercalation stress magnitude and non-linear stress profile rests on three pillars: (1) 
corrections to the expected and measured stress, (2) PVDF is semi-crystalline as 
measured by XRD and quantified by DSC, and (3) Li homogenization has been shown to 
produce non-linear stress profiles in systems where no polymer is present.  Each of these 
points will be treated in detail in the following sections. 
7.4.2.1 Corrections to Expected Stress 
As explained in sections 7.2.4 and 7.2.6, two sets of errors made the discrepancy 
between expected and measured stress larger than it should be.  First, the theoretical 
stress due to Li intercalation in graphite is a factor of three smaller than previously 
reported (see section 7.2.4).  Secondly, the measured stress is a factor of two greater than 
previously reported (see section 7.2.6).  Thus, the discrepancy is not a factor of 16, but 
rather a much smaller factor of 2.6. 
7.4.2.2 PVDF is Semi-crystalline 
According to Ferry,
125
 viscous flow occurs in polymers unless one of three criteria 
are met: the polymer is glassy (i.e. T<Tg), cross-linked, or crystalline.  PVDF is semi-
crystalline, with several well-known crystal structures.
131-135
  The alpha phase is most 
common
131, 134
 and is the phase present in this work. 
7.4.2.2.1 X-Ray Diffraction of PVDF 
The crystallinity of the PVDF used in this work has been verified with x-ray 
diffraction (XRD).  XRD of as-received PVDF, seen in Figure 7.12, shows the 
characteristic diffraction peaks of PVDF‟s alpha phase.135  Two main peaks occur at 
18.3° and 19.9°, an intermediate-sized peak at 26.5°, and a series of three small peaks at 
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33.2°, 35.9°, and 38.7°.  XRD of an actual sample, later used to intercalate Li, did not 
reveal PVDF diffraction peaks, but this seems to be more of a signal-to-noise problem 
than absence of crystallinity as there was only 1 mg of PVDF in the electrochemical 
sample but approximately 100 mg of PVDF in the XRD sample of Figure 7.12.  
Furthermore, XRD of approximately 100 mg quantity of PVDF post-processing showed 
diffraction peaks similar to those of Figure 7.12. 
 
Figure 7.12  X-Ray diffraction of as-received PVDF (Kynar HSV 900).  Cu Kα radiation. 
7.4.2.2.2 Differential Scanning Calorimetry of PVDF 
Differential scanning calorimetry (DSC) can be used to determine the degree of 
crystallinity of a semi-crystalline polymer.  First, the nominal specific heat of fusion, 
     
 , for a 100% crystalline sample must be known.  Nakagawa and Ishida report the 
heat of fusion for the alpha phase of PVDF to be 1.6 kcal per mol of repeat units or 105 
J/g.
132
 Next DSC is used to measure the specific heat of fusion for the sample of interest, 
     .  A simple ratio of these two quantities gives the crystallinity,         , of the 
sample: 
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 (7.17) 
where W is the weight fraction of polymer in the sample.  The melting point and heat of 
fusion of four samples of PVDF with different thermal histories has been measured by 
DSC, and is summarized in Table 7.5. 
Table 7.5 Heat of fusion and percent crystallinity of PVDF as measured by DSC. 
History Tm (°C)       (J/g) W (%)   (%) 
As-received 166 35.3 100 33.6 
Annealed
1 
174 60.6 100 57.7 
Sample 29
2 
166 2.14 10 20.4 
Sample 51
3 
168 1.30 5.7 21.8 
Notes: 
1
 After mixing with NMP and spread as a thin film on a glass slide, the sample 
was annealed overnight at 65°C. 
2
 Sample 29 was never exposed to electrolyte or Li.   
3 
Sample 51underwent a full set of electrochemical cycling; it has a lower weight percent 
of PVDF because copper dendrites were scraped off the glass slide with the graphitic film 
and included the in total mass. 
 As seen in Table 7.5 the melting point of PVDF in the as-received state is quite 
similar to the post-processing state found in electrochemical samples, and ranges from 
166 to 168 °C.  These melting points fall well within the range of 162-172 °C specified 
by the manufacturer.  Only the annealed sample (Tm = 174 °C) has a melting point 
outside of this range.  This increase in melting point with annealing treatments has 
already been reported in the literature.
132
  Furthermore, annealing has been shown to 
increase the crystallinity,
132
 making the higher crystallinity of the annealed sample 
(57.7%) less surprising.  As-received PVDF has a crystallinity of 33.6%, but 
electrochemical samples 29 and 51 have crystallinities of only 20.4% and 21.8%, 
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respectively.  Apparently, solvation of PVDF in NMP followed by mixing with graphite 
and a mild heat treatment of ~65°C for 45 min (i.e. processing of samples 29 and 51) 
tends to decrease the crystallinity by ~12%.  The semi-crystalline nature of PVDF as 
measured by XRD and DSC causes it to resist viscous flow. 
7.4.2.3 Strain Relaxation through Li Homogenization 
 As explained in section 6.2.5, Koyama et al. have shown that intercalation-
induced strains depend not only on the Li content, but also on its distribution.
109
  
Specifically, an inhomogeneous Li distribution with most of the Li near the edges of the 
graphene sheets gives a larger strain than a homogeneous Li content.  Note that in the 
work by Koyama et al. no polymer of other material which might undergo viscous flow 
was present.  Their working electrode was pure graphite (HOPG), and after laser 
micromachining to create custom sample geometry, their electrodes were essentially 
single crystals.  Thus, single crystal graphite which has been partially intercalated with an 
inhomogeneous distribution of Li centered towards the edges of the graphene planes 
tends to undergo strain relaxation when held at open circuit.  The only plausible 
explanation for this strain relaxation is homogenization of the Li content through solid-
state diffusion. 
7.5 Summary of Stress Evolution and Preliminary Data 
 In summary, I have shown a diminished need to use viscous flow arguments to 
explain intercalation-induced stress phenomenology, and that homogenization of the Li 
content provides a ready mechanistic explanation for the non-linear stress profiles.  This 
conclusion is supported in several ways.  First, two errors were found in the expected 
stress equation, and correcting these errors decreased the stress discrepancy from a factor 
of 16 to a factor of 2.6.  Second, crystalline polymers do not undergo viscous flow and 
the PVDF used in this work is semi-crystalline (~20%) as determined by XRD and DSC.  
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Third, Koyama et al.
109
 report that partially intercalated HOPG undergoes strain 
relaxation at open circuit.  These relaxations can only be satisfactorily explained through 
Li homogenization.  Fourth, stress relaxations, similar to the strain relaxations of Koyama 
et al., occur at open circuit with commercially applicable composite electrodes.  
Inasmuch as these stress relaxations can be electrochemically driven by applying an 
oxidation current to extract Li, the same Li homogenization mechanism must be 
occurring here as in the work of Koyama et al. 
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CHAPTER 8 RESULTS AND DISCUSSION OF LI (DE-)INTERCALATION 
The results and discussion of this chapter will focus on the cycling behavior of 
graphitic anodes for Li-ion batteries.  Both stress data and standard battery plots will be 
presented.  Scores of experiments were performed on dozens of samples; however, to 
keep the narrative moving most of the results will focus on a set of experiments taken 
from a single sample.  In cases where the results of this sample deviate from the norm 
this will be duly noted. 
8.1 Overview 
To facilitate the large amount of data presented in this section it will the standard 
battery plots of potential versus time (i.e. charge) will be presented first followed by the 
stress evolution. 
8.1.1 Potential Measurements during Li (de-)Intercalation 
Figure 8.1 shows potential measurements during 10 cycles of Li intercalation and 
extraction.  This data was plotted versus time instead of charge to make scan direction 
immediately apparent, specific charge capacities are given in Figure 8.2.  Figure 8.1 
illustrates several points worthy of note.  First, it appears that aside from the shift in time 
associated with SEI formation and cycle life degredation that the profile of the potential 
with time is essentially identical for all the cycles.  Second, in order to pick out details of 
intercalation which occurs at E < 0.3 V it will be necessary to zoom in on that region 
(Figure 8.3) or re-plot the data (Figure 8.4) in a different fashion. 
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Figure 8.1 Potential measurements during 10 cycles of Li intercalation and extraction.  
Rate: ~C/3.5.  Active mass: 12 mg. 
The specific capacity data of Figure 8.2 illustrates a couple important points.  
First, the reduction charge of cycle one is about 80 mAh/g more than the subsequent 
cycles.  As explained in section 6.1.4 this extra reduction is the irreversible charge 
required to form the SEI layer.  Second, cycles 2-10 undergo a constant rate of 
degredation (~6 mAh/g-cycle or 2%/cycle).   
The large scale on the potential axis of Figure 8.1 occluded the details of Li 
staging in graphite.  This data has been replotted in Figure 8.3 with a smaller potential 
axis (Emax = 0.3 V instead of 3.5 V).  The cycle-to-cycle similarities and differences of 
Figure 8.1 are more pronounced in Figure 8.3.  Perhaps the only new information of 
Figure 8.3 regards Li staging phenomena.  Figure 8.3 clearly shows shoulders associated 
with Li staging at ~175, 100, and 75 mV during intercalation, with similar shoulders 
during extraction.  Interestingly, even with the zoomed-in plot of Figure 8.3 it is difficult 
to identify specific potentials for these staging phenomena.  Objective selection of well 
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defined staging potentials required the data to be replotted as differential 
chronopotentiograms (DCP). 
 
 
Figure 8.2 Cycle life: reduction and oxidation charge as a function of cycle number, 
showing the substantial irreversible charge of the first cycle.  Taken from the data plotted 
in Figure 8.1. 
As illustrated in Figure 8.3, chronopotentiograms (i.e. plots of potential vs. time 
or potential vs. charge) do not allow for objective identification of characteristic staging 
potentials.  In order to obtain this type of information one must either re-plot the data as a 
differential chronopotentiogram (DCP),
110, 111
 or do slow scan cyclic voltammetry 
(SSCV),
119, 136
 typical scan rates being the range of 10-50 µV/s, with slower scans giving 
better data.  For experimental reasons – i.e. SSCV takes longer than DCP and the Gamry 
potentiostats available were not well equipped to take SSCV data – I have chosen to re-
plot the data of Figure 8.1 as a DCP in Figure 8.4.  See section 6.2.4 for an explanation of 
DCPs.  
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Figure 8.3 Replot of Figure 8.1 with Emax=0.3 V to show Li (de-)intercalation more 
clearly.  Arrows show the trend with cycle number. 
The DCP of Figure 8.4 clearly shows the potentials at which staging occurs.  
During the first cycle these potentials are 180, 96, and 59 mV during intercalation and 
132, 170, and 248 mV during extraction.  These staging potentials are similar to those 
reported elsewhere.
110, 136
  Levi et al. report an additional peak (very small at 120-130 
mV), but note that unless very slow scan rates or high temperatures are used the peak is 
not observable.
136
  For example, the peak is present at 30 °C while scanning at 20 µV/s, 
but for this scan rate only becomes well defined at temperatures of 45 °C or higher. 
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Figure 8.4 DCP of Li intercalation/extraction taken from Figure 8.1 showing staging 
peaks and how they shift with cycle number.  Peak shifts are due to iR losses as the 
resistance increases with cycle number. 
 Figure 8.4 also shows that the reduction staging potentials become more negative 
and the oxidation staging potentials become more positive as the sample is cycled.  These 
shifts are well explained by the increased resistance of the working electrode with 
cycling, as observed in this work and independently confirmed elsewhere.
92
  At this point 
it is not clear why the peak heights diminish with cycling. 
 
8.1.2 Stress Evolution during Li (de-) Intercalation 
Figure 8.5 shows how the stress evolves throughout the course of ten cycles of Li 
intercalation and extraction.  Let me point out that this is raw data before drift correction, 
data averaging, etc.  From this plot it is evident that Li intercalation stresses are 
compressive, and Li extraction is tensile, as expected and explained in section 7.2.  Also, 
there is a compressive trend to the data so that for cycles 3 – 10 each cycle starts at a 
slightly more compressive stress than the previous cycle.  This stress trend is most likely 
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due to degredation effects and not SEI formation (as the SEI should only affect the first 
few cycles) nor drift (as this compressive trend was a general feature seen in every 
experiment, whereas the sign of drift should be statistically random).  This compressive 
trend is clear in the net stress vs. cycle number of Figure 8.8, shown later. 
  
Figure 8.5 Raw stress evolution during ten cycles of Li cycling for the same experiment 
as Figure 8.1.  Rate: ~C/3.5.  Active mass of graphite: 12.0 mg. 
The intercalation stress of Figure 8.5 can be broken into three regions:  First, an 
intial and rapid compressive stress of ~1 MPa that might be accountable to strictly SEI 
formation if it were to occur only in the first cycle; more on this later.  Second, while the 
first cycle has essentially one constant stress versus charge slope, two different slopes 
appear starting with cycle 2 and are well defined by cycle 3 or 4.  It seems that this slope 
change could be directly related to SEI formation as will be covered shortly.  As taken 
from cycle 5, the initial slope is -6.3 MPa-g/Ah, while the later slope is roughly double 
that at -12.8 MPa-g/Ah.  The fact that the slope changes is not too surprising as from the 
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XRD data of Ohzuku et al. we see that the differential strain associated with 
incrementally increasing the Li content depends upon Li content.
110
   
The stress of Li extraction can also be broken into three regions.  First, a rapid and 
non-linear tensile stress of 1-1.5 MPa occurs.  The second region is relatively flat where 
little tensile stress is induced per oxidation charge.  These first two regions are covered 
in-depth in section 8.3.  Third, a large and rapid tensile stress occurs right at the very end 
of the cycle, which as I will show later in this section, is related to disruption of the SEI 
layer as well as the initial compressive stresses of the intercalation. 
 
Figure 8.6 Replot of Figure 8.5 with stress zeroed out at the start of every cycle, showing 
the similarity of cycles 3-10. 
Figure 8.6 replots the stress data of Figure 8.5 with the only difference between 
the two plots being that Figure 8.6 shows the stress data zeroed out at the start of each 
new cycle.  The purpose of plotting the data in this fashion is to illustrate the differences 
of cycles 1, 2, and 3-10, which are not as apparent in Figure 8.5.  First, let me point out 
the striking similarity in stress evolution of cycles 3-10.  These similarities are so great, 
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that they should be treated as a group rather than individually.  The only observable 
difference in stress evolution of cycles 3-10 is the small variability in the net stress during 
the roughly constant stress region of Li extraction. 
8.2 Stresses Associated with the SEI 
8.2.1 The Role of the SEI 
As covered in section 6.1.4 the organic solvents and Li salts used in Li-ion 
batteries are not thermodynamically stable at the highly reducing potentials of the anode.  
The stability of these electrodes is maintained through rapid and self-limiting growth of a 
passivating layer known as the solid electrolyte interphase (SEI).  A significant amount of 
work has been done to investigate the physical and chemical structure of the SEI which 
has shown that it plays a key role in determining the cycle life, shelf life, and power 
density of both primary and secondary lithium batteries.
93
  However, amidst all the 
progress on understanding the SEI that has been made, no group has, to the author‟s best 
knowledge, attempted to measure the mechanical stress associated with its formation on 
carbonaceous anodes.  This should, perhaps, come as no surprise as initial researches into 
the SEI necessarily focused on its chemical aspects to ensure its rapid formation and self-
limiting nature.  However, as Peled points out
93
 the mechanical stability of the SEI plays 
an important role in cycle life limitations.  And surely knowledge of the stress associated 
with SEI formation is a good starting point for understanding its mechanical properties.  
This chapter will, among other things, investigate this SEI formation stress. 
8.2.2 SEI Disruption Stress 
As mentioned earlier, the initial and rapid compressive stress during Li 
intercalation as well as the rapid tensile stress at the end of Li extraction seem a bit 
anomalous.  That is, I was hesitant to attribute these stresses to Li (de-)intercalation as 
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they developed too rapidly, and I postulated that they were instead due to SEI formation 
and disruption, respectively.  By plotting the potential and stress together, as in Figure 
8.7, makes this hypothesis more understandable.  For, as Figure 8.7 shows, these rapid 
compressive and tensile stress occur simultaneously with large changes in potential 
(approximately 2.5 V to 0.25 V and 0.3 V to 3 V, respectively).  Furthermore, over these 
potential ranges Li (de-)intercalation is only a minor electrochemical reaction, if it occurs 
at all.  The majority of the electrochemistry for this potential range are reactions with 
impurities (e.g. water and HF) and formation of the SEI.
92
  Inasmuch as the salt used was 
LiClO4, not LiPF6 (a source of HF) and as great care was taken to ensure water contents 
were within the acceptable limits given by Joho et al. (i.e. below 200 ppm),
92
 these 
stresses were attributed strictly to SEI formation and disruption, respectively. 
 
Figure 8.7 Potential and Stress of cycle 3 of Figure 8.1 and Figure 8.5, respectively, 
plotted on the same time axis to illustrate the SEI disruption stresses. 
 To verify this hypothesis that the rapid stresses at the beginning and end of each 
cycle were due exclusively to SEI formation and disruption, experiments were run where 
the upper voltage was limited to 0.4 V.  That is, the first cycle started, by physical 
121 
 
necessity, at open circuit (~3 V), but the oxidation half cycle (i.e. Li extraction) was 
terminated at 0.4 V, and as a result the succeeding reduction half cycle would start at 
about 0.37 V.  By limiting the maximum potential to 0.4 V these rapid stresses were 
eliminated, thereby showing that cycling in the high potential region disrupts the SEI. 
Additionally, limiting the maximum potential did not affect the net stress of SEI 
formation, i.e.      was still tensile and about 1.6 MPa.  Furthermore, these experiments 
with Emax=0.4 V showed significantly better cycle life with a factor of 25 less degradation 
per cycle as the Emax=3 V experiments had (0.2 mAh/g-cycle versus 6.5 mAh/g-cycle).  
Elimination of these rapid SEI disruption stresses allows for a simplified treatment of the 
stress generation mechanisms, as covered in the next section. 
8.2.3 SEI Formation Stress 
As seen in Figure 8.8 the tensile stress of the oxidation half-cycle is fairly 
constant throughout cycles 1-10.  However, the compressive stress that occurs during the 
reduction half-cycle has a definite dependence on cycle number, increasing from cycle 1 
to 2 to 3 and then staying constant up through cycle 10.  This increase in compressive 
stress is attributable to two phenomena.  First, as seen in Figure 8.6, the initial and rapid 
compressive stress increases from ~-0.8 MPa for cycle 1 to ~-1.2 MPa for cycles 2-10, a 
tensile change of roughly 0.4 MPa.  Second, while cycle 2 hugs the stress evolution of 
cycles 3-10 for the first ~2 hours (i.e. until Li content is ~50% of saturation), after ~2 
hours the stress-charge slope of cycles 3-10 increases dramatically from -6.3 MPa-g/Ah 
to -12.8 MPa-g/Ah, whereas for cycle 2 it only increases to -7.9 MPa-g/Ah.  As a result 
of the shallow stress slope for cycle 2 it develops 0.7 MPa less compressive stress than 
cycles 3-10.  Cycle 1, which does not appear to change its stress slope at all during Li 
intercalation develops 1.6 MPa less compressive stress than cycles 3-10.  Thus, from the 
stress data of Figure 8.6 it appears that the SEI is forming throughout cycles 1 and 2 and 
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is finished by the start of cycle 3.  Furthermore, the bulk in-plane stress associate with 
formation of the SEI is +1.3 MPa for this sample.  Taking similar stress data from seven 
different samples gives the SEI formation stress as +1.6 ± 0.4 MPa.  The notion that the 
stress of SEI formation is tensile is surprising, but well supported experimentally. 
 
Figure 8.8 Stress evolution during cycling.  Reduction, oxidation and net stress shown as 
a function of cycle number.  Taken from the data shown in Figure 8.5. 
8.2.4 SEI Formation as a Function of Potential 
Formation of the SEI is responsible for 80 mAh/g of charge and 1.5 MPa of 
stress, as shown in Figure 8.2 and Figure 8.8, respectively.  While it is nice to have single 
numbers to identify the stress and charge of SEI formation, it would also be beneficial to 
have this information dynamically as the Li intercalates.   
In order to calculate this data dynamically it is necessary to pick a an appropriate 
reference.  As shown earlier, the open circuit potential is a thermodynamic function 
which acts as an independent measure of Li content.  However, potential measurements 
during net current flow are only pseudo-thermodynamic as various overpotentials exist.  
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Fortunately, Figure 8.4 shows how the staging peaks shift with cycle number.  These 
peak shifts have been tabulated in Table 8.1.  By accounting for these peak shifts the 
measured potential becomes a thermodynamic measure of Li content.  Thus, the 
difference in charge between any two cycles at a given potential must be due to a 
combination of SEI formation and degradation.  Similar arguments exist for the stress.  
That is we want to subtract the difference in stress between two cycles at constant 
potential, not constant charge. 
Table 8.1 Staging potentials and the average peak shift. 
 Peak 1 Peak 2 Valley 2 to 3 Peak 3 Avg. Shift 
Cycle # (mV) (mV) (mV) (mV) (mV) 
1 183 95 73 57 - 
2 184 96 72 56 0 
3 183 94 71 55 -1 
4 182 94 70 56 -2 
5 181 91 68 54 -4 
6 180 90 66 52 -5 
7 179 88 64 51 -7 
8 178 86 64 50 -8 
9 176 83 62 47 -10 
10 175 83 62 47 -10 
8.2.4.1 Data Interpolation 
 In order to subtract the difference in charge between to cycles at an arbitrary 
potential, the charge data must stored as a function of potential.  However, the 
potentiostat records it as a function of time.  For the experiments presented here a time 
step of 0.5 seconds was used.  The data can be converted to a function of potential by 
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interpolating the charge and stress data onto the potential.  I have chosen to use a 
potential step of 1 mV.  Raw and interpolated data for the time (i.e. charge) and potential 
in Figure 8.9 are plotted against point number.  In Figure 8.10 these same data are plotted 
parametrically, which appear identical to the naked eye, showing the interpolation 
method works properly. 
 
Figure 8.9 (a) raw data (Δt = 0.5 s) and (b) interpolated data (ΔE = -1 mV), with time and 
potential plotted against point number. 
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Figure 8.10 (a) raw data (Δt = 0.5 s) and (b) interpolated data (ΔE = -1 mV), with the 
potential plotted parametrically against time. 
 By interpolating all of the data in Figure 8.1 and Figure 8.6 onto a potential axis, 
the SEI charge and stress can be determined dynamically.  Note that in the potential 
measurements of Figure 8.3 the only difference between cycles 2-10 is due to 
degradation, whereas in the stress measurements of Figure 8.6 we can clearly see that the 
stress of SEI formation extends into cycle 2.  Thus, the SEI stress will be the difference in 
stress of cycles 1 and 3 at constant potential.  If the SEI charge were taken as the 
difference in charge between cycles 1 and 3 it would be necessary to account for the 
degradation that occurs between cycles 2 and 3.  To side-step this sample degradation 
issue, the dynamic SEI charge has been calculated as the difference between cycles 1 and 
2.  Dynamic measures of the SEI charge is shown in Figure 8.11.  The SEI stress as a 
function of potential (in accordance with how the subtraction is performed) is shown in 
Figure 8.12, and then re-plotted against charge (to ease the reader‟s mind) in Figure 8.13. 
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Figure 8.11 Dynamic measure of the charge of SEI formation. 
 
Figure 8.12 Dynamic measure of the stress of SEI formation as a function of potential. 
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Figure 8.13 Dynamic measure of the stress of SEI formation re-plotted against charge. 
8.3 Li Extraction Stresses 
As mentioned earlier, the extraction of Li from graphite results in a non-linear 
stress profile that initially increases rapidly, but then settles to a constant slope.  A 
tentative explanation of this phenomenon will be covered here.  An extended treatment of 
the constant slope region will be given first before returning to the initial stress transient. 
8.3.1 A New Experiment 
In order to determine the underlying mechanisms governing stress evolution 
during Li extraction a new experiment was designed.  In my previous experiments, the 
cycling of Li in and out of the graphite anode occurs without any break between each 
half-cycle.  But in this experiment the current would stop every other cycle, putting the 
fully intercalated working electrode at open circuit (OCP), for several hours before 
extracting the Li.  A schematic of the current is given in Figure 8.14.  Note that the 
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electrode was cycled three times immediately preceding this experiment to remove 
contributions from SEI formation. 
 
Figure 8.14 Schematic of experiment to elucidate non-linear stress profile. 
8.3.2 At Open Circuit 
When the graphite anode is held at open circuit immediately following Li 
intercalation both the potential (Figure 8.15 red curve) and the stress (Figure 8.17 red 
curve) relax.  The potential quickly relaxes, reaching 90% of its 93 mV stable potential in 
30 minutes.  The stability of this open circuit potential suggests the absence of a 
significant reduction or oxidation reaction and that the total lithium content remains 
constant over time.  However the OCP shown in Figure 8.15 only covers 7 hours of data. 
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Figure 8.15 Potential measurements immediately following Li intercalation during both 
open circuit (red) and Li extraction (black).  Also, Li extraction (blue) following a hold at 
open circuit. 
A prolonged (5 day) experiment (Figure 8.16) shows this potential is not stable 
indefinitely.  After approximately 3.5 days at a stable OCP of ~95 mV the potential 
slowly rises over the course of a day to 135 mV.  From this 40 mV increase in potential 
between 3.5 and 4.5 days at OCP, we can ascertain that a reduction reaction (most likely 
continued SEI formation) is occurring at the working electrode which is compensated by 
the extraction of Li.  These quasi-stable potentials of 95 and 135 mV are the Li staging 
potentials which have been down-shifted from the values of 132 and 170 mV reported in 
Figure 8.4 due to the self-discharge current being significantly smaller than the 
externally-applied extraction current.  (Note that the ~40 mV difference between these 
two staging potentials is preserved.)  By knowing that it takes ~4.5 days to reach the 
beginning of the second staging potential and by recognizing that 40% of the Li has been 
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extracted by the onset of the second staging potential, we can estimate the self-discharge 
rate as 11 days to full discharge.  While this would be a very poor self-discharge rate for 
a commercial battery, it will suit our purposes.  It‟s simply important to know what the 
rate is.  Note that this work was done in a flooded cell (i.e. excess electrolyte) out of 
experimental necessity (i.e. in order to measure stress the cantilever needs space), but that 
it is well known that flooded cells have much higher self-discharge rates than coin 
cells.
136-141
  Wang et al.
137
 attribute the rate of self-discharge to SEI formation and Li 
staging, as I have done here. 
 
 
Figure 8.16 Prolonged hold at open circuit (5.5 days) of a fully intercalated anode. 
The stress at OCP, shown in Figure 8.17, never reaches a stable value, but rather 
reaches a steady state tensile slope of 0.19 MPa/h after a 30-35 minute transient, 
suggesting that a long-term process (i.e. SEI formation and Li extraction) is occurring.  It 
is interesting to note that both continued SEI formation as well as Li extraction result in 
tensile stress. 
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While the limited data at hand prevents an complete deconvolution of the stress 
into SEI and Li extraction components, the SEI stress can be estimated.  From section 
8.1.2 we know that ~80 mAh/g of SEI charge generates ~1.6 MPa of stress.  Furthermore, 
the electrode is 40% discharged after 4.5 days, or ~10 mAh/g over the course of 7 hour 
experiment shown in Figure 8.17.  An SEI charnge of 10 mAh/g would generate ~0.2 
MPa, thus it appears that the majority of the stress induced at open circuit is due to Li 
extraction. 
 
Figure 8.17 Stress relaxation at open circuit immediately after Li intercalation.  
8.3.3 Initial Stress Transients Can Be Driven Electrochemically 
 Now, by comparing all three stress curves of Figure 8.18 from this “new” 
experiment, we can begin to understand the initial tensile transient.  As the legend of 
Figure 8.18 indicates, the black curve corresponds to Li extraction immediately following 
Li intercalation, the red curve is stress evolution during an OCP hold, and the blue curve 
is Li extraction following the OCP hold.  Note that the blue curve starts at the final stress 
value of the red curve to indicate that it immediately follows the long hold at OCP. 
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Figure 8.18 Stress measurements during Li extraction (black and blue) and open circuit 
(red).  See legend or text for explanation. 
From Figure 8.18 we see that the non-linear tensile transient of the immediate Li 
extraction (~1.7 MPa) is much larger than the transient when held at OCP (~0.5 MPa).  
Furthermore, the stress transient of Li extraction following the OCP hold is much smaller 
than the other two, being at most, 0.2 MPa.  These values for the transient stress were 
estimated by extrapolating the constant slope region to zero time and then reading off the 
stress value, as indicated by the dotted lines of Figure 8.18. 
Thus, we see that externally driven Li extraction can amplify the initial tensile 
transient.  This is easily understood in terms of the homogenization model originally 
explained in 7.4.2.3.  The homogenization model essentially states that Li near the edges 
induces a larger strain than intercalated Li far from the edges.  Now, the Li content at the 
edges can be reduced in two ways: first, by diffusing to the centers of the graphite 
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particles and second, through electrochemical extraction.  In either case the edge content 
of Li decreases.  For the model to hold true we would expect that externally driven 
extraction of Li to result in the same phenomena that occurs at open circuit, but at a 
higher rate and with a larger magnitude, as is observed. 
8.4 Summary of Li Intercalation Work 
 Stress measurements during electrochemical Li intercalation in graphite have 
already shown a great deal of promising results.  Compressive stress is generated during 
Li intercalation, as expected.  The magnitude of this stress has been verified theoretically.  
Staging phenomena have been seen in both the stress and charge.  Non-linear stress 
profiles and open-circuit and during Li extraction have been shown to be the result of Li 
homogenization.  Stress measurements over multiple cycles clearly show the SEI 
formation stress is tensile. 
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CHAPTER 9 CONCLUSIONS AND FUTURE WORK 
 Chapter 5 has shown the adsorbtion-induced surface stress of H, OH, and CO to 
be compressive on Pt{111}, Ru/Pt{111}, and Ru{0001}.  A minimally arbitrary 
background subtraction method was developed and applied to CO oxidation.  
Investigation of the background corrected current and surface stress showed that CO 
oxidation is tensile on all platinum-group metals investigated.  Furthermore, the catalysis 
enhancement mechanism of Ru/Pt{111} is the bi-functional mechanism proposed by 
Watanabe and Motoo in 1975.
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 Future electrocapillarity work could examine different metals (e.g. Ag, Ni, Cu, 
etc.) in different electrolytes (e.g. aqueous H2SO4, ionic liquids, etc.).  But far more 
interesting would be to examine stress evolution during electrodeposition.  Thomas 
Heaton has done extensive work on the Cu deposition under damascene-like 
conditions.
142
  And Engstrom et al. are in the preliminary stages of investigating stress 
during electrodeposition of Zn in an ionic liquid.
143
  It would be interesting to measure 
stress during, say, the defect mediated growth (DMG) method developed by Brankovic et 
al.
144
 
 Chapters 6-8 elucidated stress generation during SEI formation on graphite, 
stress evolution during Li intercalation, and staging of Li in graphite.  Specifically results 
show that compressive stresses develop during Li intercalation and grow quasi-linearly 
with charge.  Staging of Li in graphite has been observed in both the chronocoulometric 
and stress evolution measurements.  Non-linear stress profiles result from Li 
homogenization.  SEI formation results in a tensile stress of ~1 MPa during the first 
couple of cycles.   
Future work on this second project should focus on two areas SEI formation at 
Li-ion anodes and stress evolution in Li-ion cathodes.  This work has shown that SEI 
formation generates a tensile stress at Timrex SLP30 graphite when Kynar HSV900 
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PVDF is used as binder in an electrolyte of 1M LiClO4 in EC/DMC (1:1 by weight).  The 
composition of the SEI has been shown to be sensitive to each of the above-mentioned 
experimental details.  Thus, stress measurements in other Li-ion anode systems would 
verify the generality of these results. 
Additionally, it would be beneficial to measure stress evolution of Li-ion 
cathodes such as LiCoO2, LiMnO2, LiMn2O4, LiNiO2, and LiFePO4, to name a few.  
Some research has already been done on LiCoO2
145
and LiMn2O4
146-152
 using an 
experimental technique for stress measurements similar to what was used in this work.  
Specifically they used a laser to measure changes in slope (rather than a capacitor to 
measure changes in deflection) of a cantilevered beam which could be correlated to 
curvature changes through analytical geometry and finally to stress through the Stoney 
relation.  Unfortunately all the work by Chung and co-workers
147-152
 on stress evolution in 
LiMn2O4 is reported in arbitrary units (perhaps they‟re unaware of the Stoney relation?) 
and as such their research gives qualitative but not quantitative stress measurements.  The 
work by Pyun and coworkers
145, 146
 on LiCoO2 and LiMn2O4 appears to be of high quality 
and thankfully they do give quantitative results. One member of the Friesen Research 
Group, Helme Castro, has already begun working towards stress measurements on 
LiMn2O4 cathodes, but is still in the preliminary stages of that work. 
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APPENDIX A 
SURFACE STRESS OBSERVATIONS DURING THE ADSORPTION AND 
ELECTROCHEMICAL OXIDATION OF CO ON PT{111} 
145 
 
 The following journal article, which begins on the next page, contains results and 
experimental details which served as my introduction to the electrocapillarity and CO 
electro-oxidation work of Chapter 5.  Unfortunately the narrative did not lend itself to 
including this article in the body of my dissertation, and so I include it here.  Note that I 
am the first co-author on this article and that I have received permission from the other 
co-authors (Cody Friesen and Thomas Heaton) to include this work in my dissertation.  
Also note that, as covered in Appendix B, the American Chemical Society extends 
permission to authors to include full copies of journal articles in their dissertation or 
thesis. 
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APPENDIX C 
DATA ANALYSIS PROGRAMS 
[Consult Attached Files] 
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 I have designed and implemented multiple computer programs for data analysis 
used to present the data within this dissertation.  The two most significant program in this 
regard are the background subtraction method treated in section 5.4, which I have named 
Deconvolution and a general data analysis program called ECdata4.  The purpose and 
algorithms of the Deconvolution program have already been well explained, and no 
further treatment is given here.  The ECdata4 program serves several functions including 
the reduction and increase of data density through data averaging and interpolation.  The 
program is well-suited to handle an arbitrary number of columns and a user-specified 
number of header lines.  My fellow group members have found this ECdata4 program 
(and its predecessors) so useful that when they use it on their data, they say their data has 
been “Larrified”, in reference to my first name.  The code (written in C/C++), 
executables (compiled on Windows 7, but suitable for any version of Windows), and 
configuration files will be uploaded to ProQuest‟s website with this dissertation. 
